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PREFACE. 



Having assisted at or superintended the laying of tele- 
graph cables in the Baltic, North and Japan Seas, &c., and 
having repaired some other cables, I have written down 
shortly the experience won in this way, and hereby publish 
it, hoping it may possibly be of use to some young Tele- 
graph-Engineers. 

I have to thank one of the most experienced and able of 
Telegraph-Engineers, Mr. J. B. France, Manager of the 
Brazilian Telegraphs, for the very valuable assistance he 
has kindly given me by revising my manuscript before it 
got printed. 

V.H. 
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LAYING AND REPAIRING 

OF 

ELECTRIC TELEGRAPH CABLES. 



1. CHOICE OF EOUTB FOE CABLE. 

It is always desirable, when possible, to submerge cables in 
depths beyond the reach of anchors and free from the in- 
fluence of currents, tidal or otherwise, which might expose 
the cable to attrition if the bottom is hard and rocky. 
Depths of over 60 fathoms will in most instances meet both 
cases. 

The depth from which raising for repairs is possible 
depends entirely on the mechanical construction of the cable, 
and care must be taken to vary its strength according to the 
depth it has to cross. 

An ordinary iron-sheathed cable, weighing 35 cwt. per 
nautical mile, cannot be picked up safely from a greater 
depth than 300 fathoms, even with a large percentage of 
"slack," whilst a steel-sheathed cable of similar construc- 
tion has been successfully raised from depths of over 
2000 fathoms. 

Where practicable, all uneven and rocky bottoms (espe- 
cially of volcanic formation) should be avoided. 

It is also well, if possible, to avoid a bottom composed of 
substances which attack the cable chemically, or which is 
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covered with aquatic plants, fungi, corals, and the like, which 
might destroy the cable. 

The landing places should be chosen at spots not used 
for anchorage, as free from all navigation as possible, and, in 
Northern latitudes, where there is no drift-ice. 

A deep inlet or bay, or between reefs where the bottom is 
soft and sandy, with the shore free from rocks, is usually 
chosen for the immersion of a telegraph cable. 

Where a cable is payed out from a single vessel, it is more 
liable to attrition on a hard bottom from the action of the 
waves and tides near the second landing place than at the 
starting point, owing to its not being tautened by the steamer 
as it is in commencing its submergence. 

As, however, no foresight can provide against occasional 
anchorage, in order to reduce this risk of damage as much as 
possible, it is advisable to have cables varying in weight 
according to the depths as they increase leaving the shore, 
so that should a vessel foul it with her anchor, she can slip 
it again without injuring the conductor or dialectric. 

The following table is pretty generally adopted : 

Under 20 fathoms .. 10 to 20 tons per naut. mile. 

20 and under 60 ^ » 10 „ 

60 „ 100 .. 3„ 6 „ 

Over 100 .. 1 „ 2 „ 

When the coast is very rocky in the vicinity of a landing 
place, more especially if there are strong tides also, a cable 
can scarcely be made too heavy, either by trebly sheathing 
it with iron, or at least by a double sheathing, the outer 
armour being composed of three-strand large wires similar 
to the latest Atlantic shore-ends. 
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When the cable has to be laid on a stony beach where it 
cannot be buried sufficiently deep, it is advisable to protect 
it by pipes. 

Where the cable is laid across sandbanks or quicksands, it 
becomes often buried so deeply that it cannot at times be 
recovered without entailing the loss of the buried portion. 

During the paying out, the route of the cable ought to be 
marked down as correctly as possible on a sea-chart 

When no land is in sight, from which bearings can be 
taken, observations must be made. 



2. EXAMINATION OF THE BOTTOM. 

In shallow water, soundings are made with the hand and 
deep-sea leads in ordinary use on board all vessels, A 10-lb. 
lead, shaped like a shortened cone, is used, and samples of 
the bottom are brought up on the arming of tallow placed in 
a cavity in these leads. The sounding line has for every 
2-3 fathoms different coloured marks of leather or cloth. 

For depths of over 50 fathoms, down to say 500 fathoms, 
an Albacore line and a much heavier lead (up to 50 lbs.) is 
used, and the steam winch is brought into requisition for 
hauling back the line and lead. 

For depths still greater than 500 fathoms, Brook's sound- 
ing apparatus has been much used, but now Sir W. Thom- 
son's pianoforte-wire sounding apparatus is almost invariably 
used. 

BtooVb Scyimding Apparatus consists of a rod attached to 
the end of a line, this rod being connected through a trigger 
apparatus to a weight of 300 lbs. and more, when the depth 
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is greater than 1500 fathoms ; when the weight strikes the 
bottom of the sea, the trigger detaches the weight. The line 
is just strong enough to resist the strain due to the gravity 
of the weight during submersion opposed to the friction of 
the water against the line, while on the other hand the line 
is not strong enough to admit of the weight being hauled up 
again ; accordingly the latter is lost. A body falling freely 
through the water will descend with uniform velocity after 
the course of a few seconds. When it is attached to a heavy 
line, however, the velocity will decrease regularly, owing to 
the friction of the water against an increasing length of line. 
The maximum degree of accuracy and expedition in making 
these soundings is obtained by using the smoothest line and 
.he greater weight la »4 thi,L»ge.e.t the ™gh. 
is considered as falling freely. It is distinctly observable 
when the weight reaches the bottom, and the depth can be 
calculated by the time of falling. By this method a more 
reliable result is attainable, than by measuring the length of 
the line, as the leeway of the ship, under-currents, &c., may 
produce considerable curves in the descending line, whereas 
the time of falling will not be materially altered by these, 
when the line is a thin one. 

Si/r W. Thomson's 'Pianoforte-wire Sounding Apparatus 
offers much greater fstcilities than any other known system, 
owing to the small amount of friction of the thin wire 
offering very little resistance to the sinking of the sounding 
weight. 

This steel wire is of No. 22 Birmingham wire gauge, and 
weighs 14^ lbs. per nautical mile in air, which is reduced to 
12 lbs. per nautical mile in water ; the breaking strain being 
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between 230 lbs. and 240 lbs., it could support 20 miles of 
its length in water. The wire is wound on a drum or reel 
having a circumference of one fathom; to this drum an 
indicator is attached in order to show the number of revolu- 
tions made during the sounding, which wiU be the depth in 
fathoms. 

A 30-lb. weight, with a small tube and tumbler-catch for 
bringing up specimens of the bottom, is fastened to the wire. 
As the weight descends, the brake attached to the drum is 
loaded with a weight of 10 lbs. at first starting, and on each 
^ 250 fathoms being registered on the indicator, this load is 
increased by a 3-lb. weight counterpoising the weight of the 
wire run out, leaving the actual pull always at about 20 lbs. 

At a depth of 2000 fathoms the striking of the lead on 
the bottom is very perceptible, indeed quite distinct enough 
for one to be able to judge whether the bottom is hard or 
soft. 

The wire runs out at the rate of about 12 miles an hour, 
and can be hauled in by steam at about half that speed, so 
that a sounding of 2000 fathoms only occupies some thirty 
minutes, after which the vessel can be under weigh again for 
her next position. 

In deep water, preliminary soundings should be taken 
every 10 knots, if the cable to be laid is not of very great 
length. Where sudden depressions occur, no pains should 
be spared to obtain as accurate a knowledge of the inclines 
and the exact nature of the bottom as possible, which can 
only be done by frequent soundings. 

Even during the submergence of a cable, when the steamer 
has no consort, approximate soundings of moderate depths 
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can be taken, allowance being made for the angle at which 
the wire leads out, which will vary according to the speed of 
the cable steamer at the time. By this arrangement depths 
of 150 fathoms have been sounded, while the ship was going 
at a rate of 6 miles. 

For preserving this thin sounding wire from rust. Sir W. 
Thomson uses caustic soda, the drum and wire being usually 
immersed in a solution of this, both when in and out of use. 
In the American navy they use oil for the same purpose with 
very satisfactory results. 

Fia. 1. 
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The annexed diagram (Tig. 1) shows the profile of the sea 
bottom betweenjiceland and Greenland, and Greenland and 
Labrador. To present the exact relative depths, however, 
these diagrams would have to be lengthened fifty times. 

It is also essential to become acquainted with the winds, 
tides, ice-drifts, &c., &c., at dififerent seasons of the year, in 
order to take advantage of the finest weather for laying the 
cabJeu 
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3. LENGTH OF THE CABLE. 

After the route of the cable has been determined on, and 
thoroughly surveyed, it should be set off on a chart of as 
large a scale as can be procured, and the distance correctly 
calculated for each type of cable. 

According to circumstances a percentage varying from 5 
to 20 per cent is added, partly for slack, and to ensure a 
sufficiency to reach between the points chosen, and partly 
in order to leave some surplus cable for present contin- 
gencies and future repairs and mamtenance. 

When in a known time n knots of cable have been 
payed out, while the ship has been sailing at a rate of m 

knots, then the slack payed out will be '100%. 

The slack of the Atlantic cable was 9 per cent, and with 
some other deep-sea cables it has exceeded 15 per cent 
and even more. The pitching of the ship does not appear 
to cause any sensible increase of slack. It is desirable 
indeed, to have as little slack as possible, partly to save cable, 
and partly to have a shorter distance to work through ; but 
to provide for the lifting of the cable at repairs, it is neces- 
sary to allow sufficient slack during the paying out. 

4. TELEGEAPH STEAMERS. 

A steamer employed in submerging cables should be spe- 
cially built for the purpose, as it is then possible to make 
provision for almost any casualty that may arise by every- 
thing being properly adapted for the purpose it has to serve. 
The * Faraday ' and ' Hooper ' are vessels of this class. 

Often, however, from force of circumstances^ ^t^^ss^^^sts^ 
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employed in commerce have to be transformed into cable 
ships, and many shifts made in order to make them at all 
suitable for the new purpose for which they are destined. 

The first consideration is to carry all the deep-sea section 
in a single bottom. The object of this is to avoid splicing 
the cable in deep water to that in a second vessel, always a 
delicate and sometimes a hazardous proceeding. 

She should invariably be ballasted by water in several 
compartments, in order that as she becomes lightened by 
the cable payed out, she can be kept on a nearly even keel. 
The bunkers must have sufficient capacity to carry coal 
enough to complete the laying, and her engines sufficient 
power to steam 9 or 10 knots in a calm, so that in the event 
of meeting with heavy weather there will be a probability of 
her being able to forge ahead at some 4 or 5 knots at least 

During the laying of a cable the steamer's compasses are 
often affected by the varying quantities of iron on board, the 
deviation at times being considerable. 

For this reason alone, irrespective of the important assist- 
ance she could render otherwise in ease of a/n, accident occv/rring^ 
U is advisable to have a consort to act as pilot in rv/nning the 
courses determined on during the paying out of the cable. 

Many devices, as Wier's pneumatic apparatus, a gong, &c., 
have been adopted for telegraphing orders from the tanks, 
&c., to the ship engineers, but scarcely any proved effectiva 
The surest method is to place a trustworthy man in view of 
the officer in charge of the bridge, and a quartermaster with 
his hand on the engine room telegraph, the engineers having 
instruction to reverse at full speed on the first alarm, and 
then afterwards to follow the order given on their telegraph. 
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It is usual to station repairing-steamera on the more 
distant and sometimes on the home stations ; these of course 
are of smaller capacity, and should also he huilt specially for 
the work, as so many devices for the saving of labour and 
time can be turned to account in a new vessel. 

The repairing-steamers ought to be provided with at least 
three tanks, a single set of machinery for paying out and 
picking up, watertight compartments for taking in water- 
ballast, and a covered engine room. 

The * Lady Carmichael ' and * H. C. Oersted ' are steamers 
of this class. 

The chart room should have as good an all-round view as 
can be obtained, so that angles and bearings can be imme- 
diately marked off by the officer taking them. 

There shoald be ample store room under lock and keys 
for keeping tools and materials in readiness for immediate 
use if required. 

In hot climates the hulls of cable steamers should be 
painted a light colour, as the temperature of the hold is 
thereby lowered some 5° or 6° Fahr., which is of immense 
importance to the future of the dielectric. Sailors as a rule 
have a strong objection to any colour but black for a hull, 
but when such heavy interests are at stake this should be 
insisted on. 

5. MAOHINERT. 

The machinery of cable ships generally consists of a 
paying-out machine at the stern, and a picking-up machine 
at the bow. The picking-up machine ought to have its own 
separate steam-engine, and it would be an advantage if the 
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paying-out machine had its own engine too, that it might be 
used for picking up the cable when wanted. The whole 
machinery should be of the most plain and solid construc- 
tion, secured as well as possible against any accident. 

In the sequel will be given a short description of all the 
separate parts of the paying-out machinery from the tank to 
the stem pulley, where the cable leaves the ship. The pick- 
ing- up machinery consists of similar parts. 

6. TANKS. 

A telegraph cable must always be kept under water foj? 
the purpose of preserving the dielectric, and also in order 
to detect the slightest failing in its electrical condition. 

To be enabled to do this on board ship it is coiled into 
iron watertight tanks, the plates of which are riveted or 
bolted together. 

In cable-laying steamers the tanks should be few, in 
repairing-steamers as many as possible. 

In the centre of the tank a cone is built, either a water- 
tight iron one, or a mere framework of wood. The latter 
occasions the carriage of so much extra water, but has the 
advantage of allowing of the cutting of a cable without its 
removal, should a fault show itself. 

The object of the cone is to keep the running coil clear, 
and prevent its turning over, which would kink the cable. 

Means are provided for filling each tank with water, and 
also for pumping it out. 

The cable is coiled into the tanks from the outside 
towards the eye. In paying out it uncoils from the eye 
towards the outside, and in order to obtain a straight pull to 
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the cone a large iron ring, generally made of gas-pipe, is 
suspended and stayed at about 18 inches from the working 
flake ; this ring is lowered as the tank is emptied. With 
deep tanks two or more shifting rings are used. 

Over the eye of the coil and above the cone a smaller 
ring is fixed for controlling the cable, which would without 
these rings fly about by centrifugal force if the cable were 
going out at any speed, or the steamer rolling. 

To keep the end that was left out for splicing from one 
tank to another, clear from the cable, that is ^<»- 2. 
running out, a recess is made in each ring, 
(Fig. 2) the bottom end is passed through all 
the rings and secured in these recesses by a 
hinged piece a, which is fastened by means of a 
bolt from the outside of the ring, so as to leave an even 
surface inside. It is kept in these recesses until it is neces- 
sary to change the paying out to another tank. 

7. JOCKEY GEAE. 

From the upper ring the running cable usually passes 
over an iron quadrant into a trough, which leads in as 
direct a line as is possible to the jockey gear. 

In the trough the cable passes over a number of rollers 
about 10 feet apart from one another. 

The friction of the quadrant and in the trough tends to 
straighten the cable before it reaches the roller a, Fig. 3 ; 
it then passes into a grooved wheel 6, to which a brake is 
attached, the pressure of which is controlled by a movable 
weight e on the lever. The brake wheel d is partly im- 
mersed in running water to keep it cool. 
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The jockey or riding wheel e presses the cable into the 
groove of the wheel 6, the pressure being regulated by 
means of a movable weight/ on the lever, whose fulcrum is 

FiQ. 3. 




From one jockey the cable passes to another, and in deep 
water four or five jockeys are used for holding back the 
cable, so as to make it bite on the paying-out drum. 

As it is sometimes important to be able to ease the weight 
of the jockeys instantaneously, each jockey lever-end is 
attached by a chain to a single shaft that can be turned by 
the man on watch by means of a steering wheel m. The 
whole of the jockeys can thus be lifted at one operation. 

With a cable running out at a high speed, say 6 knots, 
the least unevenness would cause the jockeys to jump, 
and to fall back on the cable with force. In order to 
lessen this the riding wheels e are usually tyred with 
vulcanized indiarubber. Every precaution is taken to re- 
move the mile or other marks from the cable before it passes 
£rom the tank to the jockeys. 
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8. BBAEE GEAR 

From the jockey gear the 
cable passes to a fairlead o 
(Fig. 4), and then three or 
four times round an overhang- 
ing drum, which is usuaUy 
about 18 feet broad and 
3 fathoms in circumference. 

On the shaft of this pay- 
ing-out drum are two brake 
wheels (Fig. 5), the arms 

of which should be 

curved to allow for 

expansion. These 

brake wheels are 
about a foot broad; against 
them a series of blocks of wood 
are pressed to cause friction. 
The blocks of wood are attach- 
ed to a strong iron strap j?, 
one end of which is rigidly 
fjEist at r, and the other end b 
attached to the lever in such a 
manner as to give a leverage of q 
about 7 or 8 to 1. At the end 
of this lever a rod is suspend- 
ed ; the rod has a platform on 
which weights (of e 30 lbs. 
each) are added as extra firic- 
tion is required for increasing 
the brake power. 



Fio. 4. 
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The brake gear is always, when in use, kept partly im- 
mersed in running water. 

9. INDICATOR. 

A revolution indicator or counter is attached to the shaft 
of the paying-out drum. The diameter of the diflTerent 
types of cable causes a slight variation in the number of 
revolutions to the mile. It is only necessary to add the 
circumference of the cable to the circumference of the drum 
to get the exact length of a revolution. 

The drum on the * Africa' was not quite 3 fathoms in 
circumference. The following table shows the ratio between 
the number of revolutions and the diflTerent types of cable 
payed out from that vessel, when laying the G. N. T. Co.'s 
cable between Wladiwostock and Nagasaki. 

, 847 • 8 revolutions = 1 naut. m. of cable of 1 • 8 tons. 
346-7 „ = „ „ 3-1 

344-8 „ > „ „ 7-0 






10. DYNAMOMETER. 

From the paying-out dram the cable is led to a dyna- 
mometer ; it passes over two wheels at fixed points 'p and z, 
(Fig. 4) one of which, if the steamer is a short one, may be 
replaced by the drum itself; but there are usually two 
grooved wheels, midway (as nearly as possible) between 
which stationary points a third grooved wheel is so fitted to 
pneumatic gear that it can freely travel up and down, being 
controlled by a plunger or piston in a cylinder containing 
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water or oil, which acts as a buflPer to prevent the sudden 
falling of such a heavy weight, as this wheel and its ac- 
companying gear must necessarily be. 

On a paying-out dynamometer these weigh seldom less 
than 2 cwt., whilst on a picking-up dynamometer, for 
deep-sea work, where heavy strains have to be indicated, 
the riding wheel, carriage, and piston often weigh over a 
ton. 

The scale of the paying-out dynamometer should be 
graduated to indicate from the minimum strain at which 
the cable is to be payed out to the maximum strain the 
cable will bear up to breaking point. 

Of com'se the engineer gives instructions as to the amount 
of strain to be allowed under ordinary circumstances. The 
scale of a paying-out dynamometer usually ranges between 
5 and 150 cwts. 

If the distance between the two stationary wheels (two 
fixed joints) p and zhe = I and the travelling weight he = v; 
let this weight depress the cable through a height x, then 
the strain on the cable is : 



^•Vl 



4 + ^ 



2a; 



Sometimes the scale is determined by applying actual 
weights; this is scarcely necessary, the formula giving 
correct results within a small fraction. 

Dynamometers with springs have been used, but in 
general practice weights can be more relied on. 
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From the dynamometer the cable passes over the stem 
sheave, and sinks to its future resting place as the steamer 
follows the track marked on the charts. 

Provision is made on the girders carrying the stem 
sheave for holding or stopping the cable, should it require it^ 
for changing tanks, heated bearings, &c., or, in case of 
accident^ for transferring the cable itself from the stem to 
the bows of the steamer. 

In former times the steamer's screw was guarded by a 
framework of iron attached to the vessel's stern, in order to 
prevent the cable fouling the screw, but these " crinolines " 
were found to be sources of danger to the steamers, and 
were therefore abandoned. 



11. TESTING-EOOM. 

As the instmments employed to show the electrical con- 
dition of the cable are mounted 'so as to be exceedingly 
sensitive, it is essential the testing-room be placed as near 
amidships as practicable, as that is the position of the least 
movement. Lamps are continually burning in the testing- 
room, therefore every precaution must be taken in the way 
of ventilation. Great care must be exercised that no leakage 
occurs, as it might damage the instruments and render 
them useless. The space should be at least 20 square yards, 
and as large as is possible to spare room for a quantity of 
different instmments, batteries, &c., &c., being kept in 
constant readiness. 
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12. COILING ON BOAED. 

The process of coiling the cable into the tanks is carried 
out thus : 

A length of about 40 fathoms is first left out for splicing 
on to any of the other tanks that may be decided on. 
The cable is then led to the bottom of the tank, and the 
coiling is commenced from the outside, and continued until 
the flake reaches the cone ; it is then led back right across 
the flake to the outside of the tank. This is repeated until 
the whole length destined for the tank is coiled into it. 

With compounded cables every flake is whitewashed, to 
prevent sticking. 

At every mile a punched leather ticket is attached, show- 
ing the number of the mile. These tickets are placed in a 
straight line fore and aft of the. steamer, so as to be easily 
found and detached in the tank before the cable petsses out 
to the jockey gear. 

The positions of all core joints are also marked by red 
paint, on the outside of the cable. 

Water is run into the tank as the cable is coiled away, 
and kept to the level of the working flake. 

It is usual to put some distinguishing mark, such as a 
large strip of canvas or oilcloth, on the second flake from 
the bottom, not so much as a matter of necessity as to call 
the cablemen's attention that the time for changing tanks is 
drawing near. 

The hauling-in machine, either by jockey or drum, is 
made to indicate the exact length of the cable delivered on 
board, the cable being coiled once or more times round the 
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indicator wheel. These lengths are noted, together with the 
number of the flake, of turns in the flake, of mile-marks, as 
well as the exact position in the tank of every factory splice 
and core joint. 

Too great care and attention cannot be bestowed on the 
coiling. 

Appendices I. and II. show the regulations and logs for 
coiling the Great Northern Telegraph Co.'s cables. 

The coiling away being completed, the cable is thoroughly 
tested from the shore for insulation, inductive capacity, and 
conductivity. If it has to be sent a long distance, the tank 
is decked over. 

13. LANDING SHOEE-END. 

The landing of a shore-end has to be conducted in 
different ways, according to the -boldness of the coast, and 
the weight of the cable that has to reach the cable house 
from the steamer's anchorage. 

Sometimes a ship's boats suffice, at others a steam-launch 
is used, one or more rafts have to be improvised by lashing 
two boats, or some empty casks, or some indiartibber bags, 
or some iron caissons (to ex. 10 feet long, 4 feet broad, and 
3 feet high) together, and temporarily planking them over. 
Even a single block has been made fast on the shore and a 
rope rove through it, when the cable has been hauled to the 
land by the steam machinery on the steamer. 

In northern latitudes it is necessary to take precautions 
against injury to' the shore-end from drift-ice, which is usually 
done by laying it between two rows of strong poles, reaching 
from high-water mark to a distance below low-water mark 
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equal to the maximum depth of the drift, when the ice breaks 
up, and protecting the poles by filling stones up around them. 
The cable is sometimes further protected by iron piping, 

From low water to the cable-house it should, where pos- 
sible, be buried in a trench 3 feet deep. 

The landing being successfully completed and the shore- 
end securely made fast enough to hold it whilst the cable 
steamer is starting, the anchor is weighed, and on receiving 
notice from the electrician that his tests show all is in 
perfect order, the word for the ship's engines to " go ahead 
slowly " is given, and the paying out commences. 

14. CHANGING TANKS WHILST PAYING OUT. 

The operation of changing the paying out from one tank 
to another is carried out thus : 

When about a mile from the bight (it has been treated as 
bottom end up to now, but since it has been spliced on to 
another tank it has become a bight) run up in the recesses 
of the tank rings, all available hands are called on deck, 
each man being posted and instructed what he is to do. 

The steamer is gradually slowed down and eventually 
stopped, the weight is taken off the brake at the drum, to 
prevent the ship from riding too heavily on the cable. 
When there are but ten turns of cable left in the tank the 
reces3es in the rings are opened and the cable freed; by 
the time the last turn of the bight is the only one left in the 
tank (a second turn would foul) the way of the ship is 
usually stopped, or so nearly so, that either the cable is laid 
into the trough leading to the fresh tank, or, if the vessel is 

2 
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Fig. 6. 



stopped dead, this last turn is hauled out and coiled on the 
top of the fresh tank. 

All being in order, the word is given to "go ahead" 
again. 

15. BUOYING. 

Provision has to be made for accidents whilst paying out : 
such as fouling in the tank, alteration in electrical con- 
dition, &c., &c.y and there may be occasion to buoy the 
cable. 

In deep water the buoy is generally made 
fast to the telegraph cable alone. 

In shallow water a stray chain is first 
secured to the cable and shackled on the 
moorings close to the mushroom anchor. 

This shape of anchor is chosen for its 
handiness, and as being less liable to get 
foul than any other form; next to this is 
always chain, but for deep water very little 
chain is used next to the mushroom anchor ; 
the remainder of the length requisite to 
reach the surface being composed of one 
of the diflferent forms of wire rope, or of coir 
rope. 

The buoys are of diflferent shapes (named 
" onion buoys," " nun buoys," " pear buoys," 
&c.) and of diflferent sizes to float the 
moorings requisite for deep water. The 
buoys (Fig. 6) are made of iron plates, and may have by 
a depth of 800 fathoms a height of 8 feet, a diameter of 
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Fig. 7. 



5 feet, and a floating power of about 2 tons; the largest 
size being capable of floating 7 tons at its load-line. 

The flag used may be the universal telegraph flag or any 
other flag; at night-time lamps are attached to the flag- 
stafls fits a mark for the steamer. 

Holmes' lights, which burn for an 
hour, are extremely useful at night- 
time, as when thrown overboard they 
enable the steamer to keep on the spot 
until a buoy can be let go. 

Fig. 7 shows the mode of attach- 
ing and detaching a buoy. 

The fiding chain a is made fast 
either to the telegraph cable or to the 
other moorings, as the case may be ; 
it is rove through the toe ring h of 
the buoy, and then on to a tumbling-catch at e^ where it id 
secured. 

To the shackle at the point cZ, which is usually 5 fathoms 
under water, a strong chain e is attached, which is made fast 
to the buoy at/. 

16. PICKING UP. 

When it is requisite to unmoor a buoy the steamer goes 
stem on close to it, and a boat is lowered, whose crew, after 
having taken the flag and flag-staff from the buoy, shackle a 
warp running from the steamer on to the chain e, attaching 
a second rope &om the steamer to the place where the chain 
e was freed from. 

They next clear the trigger of the tumbling-catch at <j, 
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when the riding chain, by its own weight and that of the 
moorings, runs through the toe ring, and the buoy is clear 
for being hauled alongside and replaced in position for 
future use. 

The chain e is then led to the picking-up cable machinery, 
which is simply a very large steam winch of enormous 
power, in some cases capable of exerting a steady pull on 
the periphery of the drum equal to 30 tons. 

To work under such strain the speed is necessarily slow, 
but there is usually a second and sometimes a third speed, 
enabling the drum to be worked much quicker when the 
strains are reduced. 

During the process of hauling in a cable from deep water, 
it is subject to a much higher strain than during manufac- 
ture or paying out, and the then indicated length is some- 
times as much as 3 per cent, in excess of the previously 
recorded lengths. 

The brakes for the picking-up machinery are worked with 
screw gearing, as they have to clutch the drum in order to 
hold the immense weights that have at times to be dealt 
with. 

A revolution indicator is attached to the drum shaft 

The paying-out drum and the picking-up drum should 
be in a line with each other, so that when desirable to work 
from the stem it can be done with the powerful machinery 
forward. 

In order to keep the rope tight and make it bite the pick- 
ing-up drum to prevent its slipping, a jockey arrangement 
is added, worked by gearing from the cable engine; the 
grooved wheel, in which the rope is laid under the jockey. 
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travelling at a speed slightly in excess of that of the drum 
itself. 

17. KEPAIES. 

It is sometimes necessary after submergence to bring the 
cable to the surface for repairs. 

When a fault or breakage has been localized by the 
electrician, the steamer proceeds to the position where a 
mark buoy is ordinarily moored for the vessel to work by. 

A grapnel with five prongs or arms, and weighing about 
2 cwt., is payed overboard with sufficient ground chain 
to take the chafe of the bottom and keep the grapnel 
shank in a horizontal position ; these are shackled to either 
an iron or hempen rope, according to the depth and nature of 
the bottom, together with the strain likely to be put on it. 

The rope after passing the dynamometer is passed several 
times round the picking-up drum. 

The vessel steams gently ahead, at a rate of from 1 to 
2 knots an hour, across the line of cable, at right angles, 
until by the increase of strain indicated on the dynamometer 
scale it is shown the cable is hooked. 

The picking-up machinery is then put in motion and the 
bight brought to the surface. 

The cable is now cut at the bows, and an insulated wire 
run from its core to the testing room, for the electrician to 
decide which side is to be buoyed. 

After buoying one end the other is led round the drum 
(still keeping it under the dynamometer), and the cable 
picked up and coiled away into one of the tanks until the 
fault is cut out ; or if a broken end is reached a second mark 
buoy is immediately dropped, and the other broken end 
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sought for in a similar manner to the first bight brought to 
the surface. 

The insertion of a new piece is usually carried out entirely 
from the bows of the steamer, more especially if the distance 
is short, thus avoiding the transference from bows to stern^ 
and viee versd^ which is often very risky when the ship is 
unsteady in the sea. 

During the splicing an anchor or mushroom might be put 
out forward to prevent the ship from riding too heavily on 
the cable, and care should be taken that the screw does not 
catch the cable, and that the cable does not kink by the 
swinging of the ship. When the splice has been finished 
and the cable is found in order, the bight is slipped over the 
bow, while the ship is backing. To have the bight paid out 
as tightly as possible and without kinking, it is controlled 
by means of two thin lines affixed at the end of it, about 
8 feet apart, which are cut with an axe the moment the 
bight has sunk below the surface. 

When the picked-up end has not been well sealed, the 
sea-water will sometimes penetrate so far into the conductor, 
that it may be necessary to cut out a considerable length of 
core before making the joint. To prevent the water from 
penetrating still farther into the cable while this is hauled 
in — which is likely to happen by an old cable of Hoopers 
Core, where the conductor sometimes lies loose in the core— ^ 
it will be necessary to seal the picked-up end before more 
cable is hauled in. 

The cable has sometimes to be underrun, in a small 
depth of say within 7 fathoms, by a cable of IJ ton, 
and in fine weather this may be done by putting the cable 
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over a boat in the direction of its length, while the crew 
advances the boat by hauling the cable. To provide against 
capsizing by a strong current, it may become necessary to 
put the cable across the boat, but it is still better to lash 
two boats together with wooden beams, suspend fair-leads 
in these beams, and underrun the cable hanging in these fair- 
leads between the boats. 

In the open sea, by great depths and by a considerable 
length of the cable, the under-running is performed by pass- 
ing the cable over an under-running sheave suspended from 
the bow of the ship, while the ship proceeds slowly over the 
track of the cable. 

18. TESTING BEFOEE SUBMERGENCE. 

Before coiling the cable on board the ship, a complete 
series of very careful tests should be made on shore ; the 
copper-resistance, inductive capacity, and insulation of the 
cable being determined as correctly as possible. At the 
insulation test the cable is connected for fifteen minutes 
to the copper-pole of the battery, and for other fifteen 
minutes to the zinc-pole, the deflection being read off every 
minute. 

Durmg the coiling the cable must be subject to continuous 
tests for insulation and conductivity. These tests are made 
on shore, as much more delicate and sensitive instruments 
can be employed there than on board ship. The beam of 
light on the scale of the galvanometer is watched con- 
tinually, or a bell is made to ring, or some other ingenious 
device is employed for giving an alarm, if a want of con- 
tinuity occurs to the conductor. 
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After the coiling the copper resistance and insulation of 
the cable is determined by tests every day. On the voyage 
to the place where the cable has to be paid ont, tests are 
taken every day to determine the copper resistance and 
insulation. 

During the voyage great care must be taken always to 
keep the cable under water, and by loading the ship, the 
weight of the water ought to be taken into account. Except 
in cases of force majeure, the water should never be drawn 
from the tanks on a voyage except for the purpose of chang- 
ing the water itself. Sometimes also the water outside the 
steamer is of a lower temperature than that in the tanks ; it 
is then advisable to pump a foot or two out and let in the 
fresh, and continue doing so until the temperature in the 
tank is equal to the temperature of the sea. 

To have means of determining the temperature of the 
cable at different heights of the tank, Mr. Siemens has 
proposed to put a small coil of copper wire between the 
flakes ; the resistance of this coil at 75° Fahr. being exactly 
known, the existing temperature may be calculated by 
determining the actual resistance of the coil. Mr. Siemens' 
coil consists of silk-spun copper wire wound upon an 18-inch 
long iron rod, the whole coated with indiarubber, and cased 
in a metallic cylinder. 

Shortly before paying out, a complete series of tests is 
taken, in the same way as before the coiling of the cable. 

The daily tests are recorded according to the form, 
Appendix 111. ; the results of these tests entered according 
to the form, Appendix IV. 
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19. TESTING DUEING SUBMERGENCE. 
Having treated of the testing applied during svbm&rgence 
in my * Electric Testing of Telegraph Cables/ it is not 
necessary for me to recapitulate here. 

20. TESTS AFTER SUBMERGENCE. 

After laying of the cable a similar series of tests is taken 
as before the same, and at the time when the cable has to be 
handed over by the contractor to the company, the engineers 
of both parties in conjunction test the cable, to ascertain 
whether it is in accordance with the specification. 

When a fault occurs in a cable after it has been laid, and 
the fault is great enough to make it likely that the position 
of it may be localized, it will be necessary to know the 
copper-resistance per knot of the faultless cable, otherwise a 
correct determination of the fault is impossible. 

Copper-resistance increases as the temperature rises, and 
to be enabled to ascertain correctly the actual resistance 
corresponding to the temperature of the conductor, it is 
desirable that frequent tests should be taken from each 
terminal station. On the cables of "The Great Northern 
Telegraph Company " these tests are made according to the 
annexed * Instructions to Electricians ' (App. V. and follow- 
ing six appendices). 

21. RECORDS KEPT DURESTG PAYmO OUT. 

From the moment a cable steamer leaves the factory 
until the cable itself is actually submerged, a record of 
everything occurring on board should be kept, even to 
trifling matters which at other times might be allowed to 
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pass without notice. The entry might possibly prove of 
service although at the time there may appear but little 
probability of its ever being of use. 

Besides the record of ordinary everyday occurrences 
during the laying, there are special logs to be kept in the 
engineering, electrician, and navigation department. 

While the cable is being payed out, one of the engineering 
staff has always to be on deck. He watches the indicator 
and the djraamometer, and notes down in the log-book the 
number of revolutions of the drum per minute, the total 
number of revolutions for every full hour, the strain indicated 
by the dynamometer, the number of revolutions of the screw 
per minute, &c. 

A note-book of the form given in Appendix VI. may be 
used during the paying out, and the results entered every 
hour in a journal of the form given in Appendix VII. In a 
second journal entries are made of the electrical tests, the 
correspondence with the shore station, the temperatures of 
the air, tanks, and water, and everything affecting the 
electrical condition of the cable. 

22. STRAIN ON CABLE BY PICKING UP. 

The strain on the grapnel rope may be calculated in the 
following way : Let T (Fig. 8) be the strain on the grapnel, 
and t the strain on the cable, when raised through the height 
h from the bottom ; let 2 i be the length of the cable raised, 
2 X the horizontal projection, and v the weight in water of 
1 foot of cable. Then : 



i=V<»' + A'orJ = ^l+| 



(1) 
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Let q be the slack of the cable in proportion to the length 
paid out. Then : 



ff = - -;i. .. (thus withlO% of slack: g[ = |^- 1 = 0-1) 



OP 

and 



ff+l = r 



X 



k = {q + l)x 



(2) 
(3) 




From (1) and (2) we get : q' + 2q = -^, whence « 



h 



\/2' + 2j 



and by substituting the value of a? in (3), 






Vq' + ^q 

Consequently : 

The strain on the grajpnel — 

T = 2vh^ 2vh' 



1 +g 



V2' + 2g 
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The strain on the cable- 

T 

t = 



-^^^t;P,^^ (14-gy 



When the cable is allowed to slide freely along the bottom 
without being fixed at a, the slack q may be put = oo , i. e. 
infinitely great, which makes T = 2 vh and t = vh. 

If on the contrary, the cablie were fixed at a, T and t 



would exceed 2vh 



i+? 



Vf + 2? 



and vh 



(1 + jy 



, which values 



accordingly lie between the two limits for the strain. 

When a cable has been payed out with say 10 per cent, of 
slack, or y=01, then T = 2 vA 24 = 4-8 vA and t=5'76vh. 
Let 1000 fathoms of the cable have a weight in water of 

1 ton, and let the cable be raised 100 fathoms from the 
bottom, then the grapnel rope e e will have to lift 4 • 8 x 100 x 
Y^jy ton = 0*48 ton, making the strain on the cable = 

— -; = - — - = 5*76. To which must be added the strain 

2 sm. <^ 2'^^^ 

due to the friction of the water against the surface of the 
cable, to the resistance of the water against displacement, 
and to the increased length of cable, which is owing to the 
fact that the cable hangs in a catenary curve, and not in a 
straight line, as was assumed. The strain may also b^ 
increased by pitching of the ship. 

If the weight of the cable is 1 ton per knot, or the weight 
V in water = about 0*001 ton, and if the cable is raised from 
the bottom through the height A, then : 



vrith the slack q = 


V/o 


2^ 


6«);. 


10*^ 


The strain on the grapnel T is 
The strain on the cable tia,. 


0-0142. A 
0-0504. A 


0-0102. A 
0-0260. A 


0-0064. A 
0-0102. A 


0-0048.A 
0-0058.A 
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Suppose a cable weighing 3 tons, and having been payed 
out with only 2 per cent, of slack, has to be raised from a 
depth of 100 fathoms, then, according to the table, the strain 
on the grapnel will be = 3 x 100 x 0-0102 = 3 tons. 



23. MODULUS OF TENACITY. 

The length of cable hanging vertically in water which the 
cable itself is able to carry before breaking is called the 
7M)dulu8 of tenacity of the cable. 

In practice it is considered quite safe to lay the cable in a 
depth = one-third modulus, which makes the strain = one- 
third of the breaking strain. But as the strain may be 
accidentally increased by the friction of the paying-out 
machinery and by the pitching of the ship in stormy weather, 
and as furthermore the strain when the cable has to be 
picked up, is many times greater than during the laying, 
even though there be sufiScient slack, it is not advisable to 
lay the cable in a depth exceeding one-tenth of the modulus. 

A cable of great strength and small specific gravity is most 
to be recommended. 

The strength of the cable depends upon the dimensions of 
the iron covering far more than upon the core, which will be 
seen from the following table : 



Breaking 

Weight 

per Square 

Inch. 



Iron ., 
Copper 



lbs. 

56,000 
34,000 



Weight of 

1000 feet of 

1 square inch 

Sectional Area. 



Specific 
(iravity. 



Weight in 
Water of 1000 

feet with 

1 square inch 

! Sectional Area. 



The 
Modulus. 



lbs. 

3340 
8820 



7-7 
8-8 



lbs. 

2900 
3380 



19,000' 
10,000' 
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Taking one-tenth of the modulus as the maximum depth, 
according to the above table, this depth will be 1900' = about 
300 fathoms. Steel-covered cables may be laid safely at 
depths two or three times greater, the breaking weight of 
steel being at least 124,000 lbs. 

Attempts have been made to increase the strength of the 
core either by winding the copper wire with steel wire 
(Allan), or by substituting 2^'" iron wire and 1'" gutta- 
percha (Blavier) for Y' copper wire and 2'" guttapercha. 
From mechanical reasons, however, these attempts have 
hitherto proved failures. 

The specific gravity of the cable is generally diminished 
by increasing the amount of hemp, the specific gravity of 
dry and white hemp being • 66 (its breaking strain = 
6000 lbs. per d") and of moist and tarred hemp 0*92 
(breaking strain = 3300 lbs. per D "). 

The strength of the cable is probably not . materially 
increased by using a large amount of hemp, although trials 
with hemp-covered iron wire seem to prove that the breaking 
strain of the cable may be considered equal to that of the 
hemp and iron combined. 

An increased amount of hemp, however, gives the cable 
a smaller specific gravity and a larger volume, thereby 
diminishing the strain during the submersion, and causing 
the cable to sink slower by being exposed to a greater re- 
sistance of the water, which resistance is further increased if 
the surface of the cable is rough. 

The specfic gravity of the cable varies with the quantities 
which are used of the following materials : — 
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I 

Indiarabber having a specific gravity of 1 * 176 

Guttapercha „ „ 0*975 

Pitch „ „ 1-65 

Tar „ „ 1-02 

SiHcate „ „ 1-76 

The specific gravity of the China- Japan main Cable is 
2-65. 

24. THE ANGLE OP IMMEESION, 

A cable weighing v lbs. per foot in water, and in air i/ 
will sink yertically in water with a vetoeity h determined 
by: 

The constants e and c' depend upon the resistance of the 
water against displacement, and the friction of the water 
against the surface of the cable. This friction may increase 
to 80 lbs. per knot, and will tend to untwine the cable unless 
the iron wires are sewed with hemp and compound. 

The weight in air v' of the China-Japan main cable is 
• 644 lbs. per foot (1 • 75 tons per knot). Thus taking • 14 
as the constant, we shall have 0*644 = 0*14 h\ 

h = 2*15 foot. 

The velocity of sinking may be calculated in another way. 

Let the ship move with an uniform speed h! from A to B 
(Fig. 9) in one second, while the cable C A moves to D B ; 
call the angle which the cable forms with the surface 0, and 
the velocity of sinking AE = A. KBFbe the velocity 
with which the cable is payed out, the point A of the cable 
has actually not reached to E but only to F. 
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The velocity of the cable in a direction perpendicular to 
its length is A G = A' sin. ^. The resistance of the water 
at right angles to the cable is per foot = cdh'^ sin.^ ^ ; d 
being the diameter of the cable. This resistance is farther 

Fig. 9. 




equal to the component perpendicular on the cable of the 
weight in water of 1 foot of cable. If this weight is v, 
this component will be : v cos. ^, accordingly : 

V COS. ^ = c.d.li!^ sin, '<^. 

If it be preferred to substitute i;'— the weight in air of 1 
foot of cable — and h, the velocity of falling, for v and A', we 



h 



, s' being the specific 



shall have v = v' and V = ^ , 

8 tg if) 

gravity of the cable, and b the specific gravity of the sea- 
water; accordingly: 

«'. €08. 4> = C.d,h^C08» %. 

8 

t/ is besides = j- d^ 8' multiplied by the weight of 1 cubic foot 
of water ; accordingly : 
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h = constant ^d (£- 1)^33^. 

where b' is found in the constant too. 

As 6 is about 15°, this makes . = about 1, and 

V COS. ^ 



*'V<F-.0- 



By applying this formula on the Ohinar Japan cable we 

shall haye : 

A = 2-15' 

d (diameter of the cable) = • 85'. 
s' (jspedai gravity of cable) = 2 • 65. 
8 (specific gravity of seortoater) = 1*028. 

This makes the constant = 1*9; Clark states it to be = 2 • 51 
(see 'Electrical Tables and Formulae/ p. 150), which latter 
value makes A = 2 • 69'. 

A body falling freely through the water will, in the course 
of a few seconds, move on with uniform velocity (h). Con- 
sequently when a cable is payed out from a ship proceeding at 
a uniform rate, the cable will form a straight line from the 
ship to the bottom, when there is no tension in the cable at 
the bottom. Suppose the rate of speed of the ship to be h', 
then the angle of immersion will be determined by : 

A' . tang, <li = h. 

Gable ships have during the paying out sometimes pro- 
ceeded at 8 knots. This rate, however, is not to be recom- 
mended, as it prevents the quick stopping of the ship in case 
of kinks or breaks occurring in the cable. A speed of 5 to 
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6 knots will generally be very suitable. Suppose the rate 
of the ship = 5^ knots per hour, or A' = 9*3': then for the 
China-Japan cable we shall have 9*3' tang. ^ = 2'15' 
whence the angle of immersion ^ = 13^. The angle of 
immersion is directly as the velocity of sinking, and inversely 
as the velocity of the ship. 

25. STEAIN ON CABLE BY PAYING OUT. 

The strain ton the cable during the ^vhmermn where the 
cable enters the water is when there is no tension in the 
cable at the bottom equal to the longitudinal component of 




the weight of the cable A C, diminished by the resistance 
offered by the friction, and this strain has to be counter- 
balanced by the brake on board the ship. 
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Suppose : 

/ = the depth in feet 

V = the weight in water of one foot of cable in lbs, 
I = the length in feet of A C. 

The weight of the cable AC = vl and the com- 
ponent along the cable is = 

17 1 sin, <l> = vl,j = vf 

The longitudinal velocity of the cable is P G = P B 
-GB: 

Here we have F B, the velocity with which the cable 
leaves the ship, equal to A, and G B = A' co& (f). 

Gonsequentiy 

P G = fc - fc' co«. <^ 

If the friction varies directly as the velocity* the friction 
of the cable will be 



sin. <li \h' ^ r 

k being the coeflScient of friction. 
The strain (t) accordingly will be : 

. k.h' (rf -COS. <^V 

« = 0-06./( t7-I=-r l\ 

\ fidn. <!>, / 

where 0*06 is the factor of reduction, when fathoms (6') and 
hundredweights (100 lbs. = cwt.) are used. 

' * W. Siemens, p. 46 and p. 126 in * The Jonmal of the Society of Telegraph 
Engineers^' 1877. 
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Example. The China Japan cable. 

/ = depth of water in fathoms = 100 

V = weight in water of 1 foot of cable = 0*4 lbs. (1 • 09 

tons per knot). 
h = velocity, with which cable leaves ship = 9*5' per 

second. 
h' = rate of the ship = 5^ knots per hour = 9*3' per 

second. 
^ = angle of immersion = 13°. 
k = coefficient of friction = 0*007 diameter of cable = 

0-006,0-85. 

O-OOG.g-sf— -cos. 13°^ 
* = 0-06. 100(0.4 3^3. )• 

t = 6.(0-4- 0-012)= 2-33 cwt. 

This strain, however, may increase by the inertia of the 
paying-out drum to 10 cwt., when the ship is rolling in 
heavy weather. 

When the ship remains stationary, that is A = 0, the 
strain t will be • 06 fv — or equal to the weight (in hundred- 
weights) of the cable, the latter supposed to hang vertically 
from the ship to the bottom. This maximum strain may 
too be approximately obtained, when the cable is payed out 
without slack. 

The formulsD shows that the strain on the cable is in 
direct ratio of the specific gravity of the cable or of the 
weight of a piece of cable hanging vertically from the ship 
to the bottom of the sea, consequently a lighter cable gives 
a smaller tension. The strain is in inverse ration of the wngle 
of immersion^ consequently by reducing the angle of immer- 



STBAIN OH GABLE BY PATINa OUT. 39 

sion (as by giving the ship greater speed) the strain will 
increase^ and the cable is likely to break ; by increasing the 
angle the strain is diminished^ causing a superfluous amount 
of slack and possibly kinks in the cable. 

The strain is used partly to overcome the resistance of the 
water against the sinking of the cable, partly to lay the 
cable without tension on the bottom of the sea. The excess 
of ztram being counterbalanced by the brake, the force of 
which increases with the depth, the depth may be deter- 
mined &om the brake force. 

The slack is directly proportional to the amount with 
which the weight of the cable hanging vertically surpasses 
the brake force, and inversely proportional to the square of 
the velocity of the ship. 

To ascertain if a p'oper slacJc is payed out, the strain on the 
dynamometer may be increased with 1 cwt., and if it has 
no effect upon the number of revolutions of the paying-out 
drum, then it is pretty sure that unnecessary slack is not 
being payed out. 
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26. OEGANIZATION OF CABLE STAFF. 



The staff required daring the paying 
ont onght to be in two parties, each 
consisting of: — 


Chief 
Engineers. 


00* 


• 

a 

o 




In the testing-room 

At indicator 

„ dynamometer 

^ jockey wheels 

„ stem pulley 

Iel the tank 


II II 


2 
1 

3 
6 

6 


1 

2 
3 
6 

1 
1 
1 


1 
2 

7 


Making for one watch 


— 


10 


And for two watches 

Besides: 

The chief engineer 

A jointer 

A man in the testing-room .. 
,, ,, store-room 


1 


20 


Total .. .. 


1 


9 


20 



One of the two foremen at the dynamometer should be a 
ship-carpenter, and the other a mechanician. 
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APPENDIX I. 

COILING OF CABLE ON BOARD. 

1. The coiling has to be performed simultaneously in as many 
tanks as possible. 

2. Water is to be kept up in the tanks to the working flake. 

3. When the coiling in a tank is completed, the tank is to be 
immediately decked oyer safely in the usual manner. 

4. During coiling a foreman shall be in every tank. The 
Company will during coiling always keep an Engineer on board 
the ship. 

5. The foremen are to give notice to the Company's Engineer, 
when any defective places in the outer Covering show themselves, 
so that these places may be repaired. 

6. During coiling, the cable is, if required, to be provided with 
new thin leather milemarks, and the old ones removed in the 
factory tanks. 

Over the second flake payed into the tank two strips of oilcloth 
are to be placed as a mark. At every bottom-end a length of 
40 fftthoms has to be left out for splicing. 

7. The foremen are to inform the Company's Engineer when a 
splice is passing the indicator, and the number of revolutions is 
then to be noted. 

8. During coiling every flake of the cable is to be thoroughly 
whitewashed and every splice to be painted red. 

9. The cables are to be measured on an indicator, being coiled 
at least twice round the indicator-wheel. Should this not be 
possible with the shore-end cables, these cables are to be measured 
with a jockey-wheel under the necessary precautions. 

10. The contractor's Engineer will inform the Company's Engi- 
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neer of tHe number of flakes and the number of tarns in the 
nndermost and the uppermost flake of cable in eacb tank, 

11. When the coiling of a cable is about to be finished, and 
before the cable-end leaves the indicator, the foreman has to inform 
the Company's Engineer, in order that the length of the cable may* 
be accurately measured. 

12. Immediately before a cable is coiled on board, and immedi- 
ately after it has been coiled on board, a test is to be taken by thei 
Electricians of the Company and of the contractor. 

13. So long as the cable is being coiled on board the ship, a 
continuity and insulation test is to be taken on shore. 

14. Once a day all cables on shore and on board ship are' to be 
tested by the Company's and the contractor's Electricians. 

15. Duplicate sheets of tests, taken by the contractor's Elec« 
tricians, are to be handed to the Company, who will keep the 
necessary journals on board ship. 
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Becords of coiling. 



APPENDIX 

Tank 

Station No. , 

Faotoby Lenoth of the Section: 



Date. 



Number 

of 
Flake. 



Number of 

Turns in 

Flake. 



Mile Marks. 



Number of 
Turns. 



Number of 
Miles. 



Splice. 



Number of 
Revolutions. 



Length of 
Cable in Knots. 
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0. 

Me No. « 

BYOLUnONS OF THB InDIOATOB FEB EhOT 



Signature. 


Remarks. 




• 



^ s i t , 1 1 

1 1 1 1 1 1 1 : 


1 II 1 1 ! ^^ 


14 IS 18 17 18 19 20 21 


S2 as 34 26 26 27 
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Journal h. 



APPENDD 

Tank. 



Section No. 



Date. 



Copper-resistance in Ohms. 



Total at 75°. 



Per Knot at 
75°. 



Insulation in Megohms. 



Total at 75° 



Per Knot at 
75°. 



Inductive 
Capacity in 
Microfarads. 



BBOOBDS OF TESTS BEFORE LAYINa. 
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fa 



Cable No. 



Loss of 

IHiarge after 

!"• Insl. 



Temperature. 



Tank. 



Air. 



Signature. 



Bemarks. 



^ 
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APPENDIX Va. 

. INSTEUOTIONS TO ELEOTEICIANS. 

1. The Electrician is subordinate to the Superintendent of the 
station, and he performs the whole of his service under the respon- 
sibility and superintendence of the latter; when assisting at repairs 
of cables, however, he will chiefly have to attend to the direct orders 
from the Engineer in charge of the repairs. 

His reports are forwarded to the Board by the Superintendent, 
through whom too he receives the orders of the Board. 

2. The Duties of the Electrician are : 

To perform the duty of a telegraph clerk in the station. 

To take care of the instruments, batteries, etc., belonging to 

the station. 
To keep account of the store of the station. 
To make regular tests of the cables and land-lines belonging 

to the Company, and 
To assist in case of interruptions. 
8. The Electrician ought to have a thorough knowledge of the 
apparatus as regards their theory as well as their mechanical con- 
struction, that he may be able to correct the minor faults himself, 
and control the repairs when these are made by the instrument- 
maker or other mechanic on the spot. He cleans the apparatus 
every day, and once a week he tests the resistance of it by sending 
a current through a galvanometer and apparatus to earth. 

He examines and cleans the connections of the instruments and 
lightning protectors. 

Once a month he examines the instruments thoroughly, separa- 
ting the parts and removing dust, rust, etc. 
4 Every day he ascertains the electro-motive force of the whole 
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battery by means of a galvanoscope, and, if found necessary, the 
power of each single cell. 

As often as required — at least once a month — he cleans the con- 
nections of the battery, and charges the elements according to the 
printed directions for the maintenance of the battery : App. V6. 

He sees that no greater battery power is used for the working of 
the line than required by the apparatus of the receiving station. 

5. It is desirable that the Electrician should be able to make a 
temporary joint in insulated wire, 

A direction for making joints in guttapercha core as well as in 
indiarubber will be found in App. Vc. 

6. He sees that the necessary spare things are always at hand as 
well for the instruments in the station as for the land line, and, as 
far as possible, for the cables too. 

He sees that all the instruments and batteries are in perfect 
working order. This applies to the spare instruments and spare 
batteries as well. 

7. He keeps an account of all the stores, and all deliveries to and 
from the same are made through him. 

8. Once or oftener every month he takes regular electrical tests of 
the Company's cables in accordance with the established *' Instruc- 
tions : " App. Yd. or Ye, 

9. In case of interruption of the line he has to make all requisite 
electrical tests in accordance with the " Instructions : " App. V/. 

10. When the fault is found to be in the cable he should be in 
the cable^house as soon as possible, and not later than 10 o'clock 
in the morning after the interruption has taken place, and there try 
to determine the position of the fault. 

From 9 p.m« till 6 a.m. the cable end is kept well insulated. 
He remains at the cable-house until the cable has been repaired, 
and he receives the necessary assistance from the staff of telegraphists 
in the station. 
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APPENDIX V6. 

MOUNTING AND MAINTENANCE OF THE LECLANCHfi 

BATTERY. 

1. The LeclancLe cells are made in tkree sizes, viz.: No. 1, 
small ; No. 2, middle-sized ; and No. 8, large. 

2. The carbon plates are placed in the centre of the earthen 
cells, and the space around them slowly filled up with needled 
manganese (peroxide of manganese crushed, mixed with an equal 
volume of horn carbon crushed, both carefully sifted and free from 
dust). This mixture should be stamped slightly with a wooden 
pin. 

8. The zinc plates are amalgamated in the usual way, care being 
taken to prevent the quicksilver from reaching the point where 
the copper baud comes in contact with the zinc. 

4. The glass jar is haK filled with a saturated solution of sal- 
ammoniac. 

When the battery becomes weakened, a fresh supply of the 
solution may be added up to three quarters of the height of the 
glass. If it is intended to be used as a portable battery, the jars 
should be filled with sawdust before pouring in solution. 

5. To prevent the crystallization of salts, which weakens the 
action of the cells, it is necessary to keep the upper part of the 
glass jax, rising above the surface of the fluid, perfectly dry ; on 
board cable-ships, for instance, the glass jar should always be 
paraf&nedj and in filling the glasses, care should be taken to 
prevent the fluid from running down the sides of the jar, which 
may be avoided by pouring the fluid through a glass funnel with 
a long tube. 

Should any formation of crystals take place in spite of these 
precautions, the crystals must be scraped off carefully whenever 
an opportunity presents itself. 
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6. The cells should be charged and put on short circuit a few 
hours before being used. 

7. When the cells are unmounted for cleaning, it will generally 
be necessary to break the porous cells to get out the carbons ; this 
should be done with great care^ however, otherwise the carbons 
are likely to get damaged also. 

The zinc is scraped clean with a knife, and amalgamated anew. 
The other parts of the cell are cleaned with a brush and cold 
water. If necessary, the copper band should bo coated with 
Brunswick black or Clark's compound. 
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DIRECTIONS FOR MAKING JOINTS. 

Oare must be taken to keep the hands, tools and materials, clean 
and dry. 

A. MAKING A JOINT IN GUTTAPERCHA CORE. 

1. Remove the guttapercha for 2^ inches from each end of the 
conductor, and clean the latter carefully with emery paper. 

2. a. The conductor to he soldered by a scarf joint. 

Put the chloride of zinc on the end of the conductor, and apply 
the solder, which should be melted on a strongly heated copper 
bolt. The soldering fluid used consists of one part of muriatic 
acid, saturated with zinc, and diluted in three parts of water. 

The solder should be soft, and composed of bismuth, zinc, and 
tin. 

Having soldered each end so as to form a solid to within ^ of 
an inch of the guttapercha, smooth them carefully, and flle and 
scarf the ends down for 1 inch, so as to make the surfaces flt to- 
gether; place the ends together in a vice, solder them, and then 
serve them with No. 28 wire, laid on tightly, four ply at a time. 
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Solder again, filling np the space between the turns with solder 
in order to keep them close to the conductor, and finally put on 
another serving of single No. 28 wire in an opposite direction to 
the first serving, but solder at the ends only. 

2. h. The conductor to he soldered by a twisted joint. 

The guttapercha having been removed for 2^ inches, serve the 
conductor for 1^ inch, beginning at the guttapercha, with copper 
wire No. 28, thus preventing the strain from opening. 

Straighten the single wires — they are generally seven in number 
— and having cut off the central one 1 J inch from the end, interjoin 
the remaining six with the six wires of the other end, which has 
been prepared in the same manner. Twist the six wires evenly 
and tightly aroimd the other conductor, solder and file down all 
projecting points. 

For cable repairs the twisted joint is preferable, when time is an 
object. 

8. Having finished the soldering, put on a layer of Chatterton's 
compound, which should be spread evenly with a hot iron and 
tooled down to reach the ends of the guttapercha. 

4. Heat the guttapercha cere at both ends over a. spirit-lamp, 
until it becomes soft and pliable, then draw it over the layer of 
compound, and smoothen the guttapercha with a hot iron. 

The spirit lamp has to be used with the greatest caution, so that 
the guttapercha is not burned, nor the oil it contains evaporated 
by over-heating. 

5. Apply a second layer of Chatterton's compound, and spread 
it evenly and smoothly to cover about 1 inch of the original gutta- 
percha coating. 

6. Apply another layer of guttapercha and tool it down to cover 
one inch of the previous layer. 

7. Finally, lay on another layer of the compound, smooth down 
the jointj and cool it in cold water, after which an insulation test is 
made in the usual way. (Three coatings are often used, especially 
if it is a large sized core.) 
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B. MAKING A JOINT IN INDIAEUBBER CORE. 

1. Fasten the core between two vices, and remove the felt for 
12 inches from each end of the core by soaking the felt with 
mineral naphtha, and then nibbing it off clean with carding. 

2. Cut off 2^ inches of the indiarubber and solder in the same 
manner as for guttapercha core, only using rosin instead of 
chloride of adnc. 

By using solving fluid the operation of soldering is rendered 
easier, but as indiarubber suffers when heated in a greater degree 
than guttapercha, and as the fluid attacks indiarubber, rosin should 
be used in preference. 

8. Sear the surface of the indiarubber with a red-hot iron for 
3 inches on each side of the conductor joint. 

4. Glean well the seared parts with the glazed side of small 
calico squares moistened with mineral naphtha so as to leave a 
clean adhesive surface. 

5. Taper the insulator down to the conductor about 2 inches 
on each side of the conductor joint with a pair of curved scissors, so 
as to make the pure indiarubber layer visible for at least ^ of an 
inch. 

6. Ooat the conductor with pure rubber tape lightly laid on in 
a spiral form, commencing at the spot where the separator ends 
across to the corresponding place on the opposite side of the joint, 
and back again in an opposite direction. The ends are fctstened 
down by pressing a clean heated knife on them, or applying a 
little mineral naphtha. 

7. Lay on lightly the white separator tape in the same way, but 
beginning where the jacket or outer layer of vulcanized rubber 
ends. One lap of this will be sufficient. 

8. Complete the insulation by lapping on tightly two layers of 
red tape (vulcanized rubber) ; the last layer must cover each end of 
the core for 8 inches on each side of the conductor joint or to the 
extent of the searing. 
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9. Lay on tightly tliree bindings of calico tapes, all in the same 
direction, and fiEtsten the ends with indiambber cement. 

10. Immerse the joint in the jointing bath at 160° to 200° Fahr., 
and gradually raise the heat, so that in a quarter of an hour the 
temperature will be 810° Fahr., at which temperature keep the 
joint for another fifteen minutes, then take it out, and let it cool in 
the open air. 

Two of the outer layers of calico which have been penetrated 
with wax in the bath are removed before the joint is tested, and 
having completed the insulation test^ the joint is coated with 
felt. 
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APPENDIX Yd. 

INSTEUOTIONS FOE TESTING GEEAT NOETHEBN 

TELEGEAPH COMPANY'S LINES. 

1. Segvlar electrical testa are made on Sunday morning once or 
oftener every month, 

2. The tests are made at an hour, which in this paragraph is 
fixed for each of the cable stations, viz. : Aberdeen, Newcastle, 
Calais, Sondervig, Hirtshals, Gothenborg, Eonne, Libau, Nystad, 
YRadiwostock, Nagasaki, Gutzlaff, Woosnng, Amoy, and Hongkong. 

3. The Electrician in the cable house nearest Copenhagen or 
Shanghai orders the other end of the cable to be put to earth for 
thirty minutes, during which time he measures the copper-resistance 
of the cable. No more than ten cells must be used for this test, 
except where strong earth-currents are observed. In case of 
earth-currents the deflection made on the scale without shunting 
should be noted down, and whether positive or negative. 

Having completed this test, ho orders the same end to be insvlaied 
for thirty minutes, dividing this time equally between the insula- 
tion test and the test for the electrostatic capacity of the cable. 
As few cells as possible are used, never more than twenty-five. 

If he deems it necessary, he may repeat the tests, unless there 
is an Electrician at the other end of the cable, in which case the 
latter will have to take a similar series of tests. 

When a cable is connected with a land-line the resistance and 
insulation of this should be tested. For this purpose the Electri- 
cian orders the end of the wire to be put to earth for ten minutes, 
during which time he measures the resistance of the wire ; and to 
be insulated for another ten minutes, during which he measures 
the insulation. 

This test may be taken from the cable station, while the cable 
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end is put to earth for thirty minutes, and the cable tested £rom 
the cable station at the other cable end. 

4. The tests must not take more than tioo hours. 

5. When the core has to be insulated the hemp and irpn-covering 
should be removed for 18 inches, and having rubbed off the felt 
from the core for 6 inches, 1 inch of the copper conductor should 
be deprived of the insulating material, and left quite bare. 

Finally, to be certain of good insiilation, J inch of the copper 
near the insulator and 1 inch of the latter should be coated with 
parafiine wax, and then suspended freely in the air. 

6. As soon as the tests are finished, the terminal telegraph stations 
are informed, and the cable is again connected with the land-line 
through the lightning guard. 

The results of the test are entered in a journal of the form 
given in Appendix Ye., of which a copy is forwarded as soon as 
possible after the test, and a telegram sent at once stating only the 
average number in ohms of the copper-resistance, with zinc and 
copper, and the insulation per knot after the first minute, for 
instance : 2320 ohms, 8210 ohms, 1020 megohms. 

7. When the communication through the cable is still uninter- 
rupted, but a fault has shown itself, having a resistance less than 
10,000 ohms, tests should be taken every Sunday. 

The resvMs of the test are entered in a journal (for the form, see 
Appendix Y/.), a copy of which has to be forwarded as soon as 
possible after the test, and a telegram sent at once, stating only 
the copper-resistance, when the cable is put to earth or when it is 
insulated and the insulation per knot after the first minute — for 
instance : 2200 ohms, 10,500 ohms, 4 megohms. 

8. When the communication is interrujpted, the Electrician must 
immediately examine the instruments and connecting wires, to 
ascertain that the interruption is not in the station, and having 
done this, he takes a test of the land-line, and if the fault is 
foimd here, he must try to get it repaired as soon as possible, at 
the same time reporting the position of the fault to the Superin- 
tendent of the station. 
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When tlie interruption proves to be in the cable itself, he must 
at once proceed to the cable house in order to be there as soon as 
possible, and not later than at 8 o'clock a.m. the day after the 
interruption has taken place; there he tries to determine the 
distance of the break by a series of careful tests taken in the 
following way : — 

The Station nearest Oopen- The Other Terminal Station. 

HAOEN OR Shanghai. 

From 10-12 o'clock. 
Measurements of earth currents, End of the cable insulated, 

insulation, capacity and copper- 
resistance. 
From 12-1 o'clock. 
Measurement of earth currents End of cable insulated, 

and copper-resistance. 
Fh)m 1-lJ o'clock. 
Currents reversed every second End of cable through galvanometer 

minute sent into the cable. to earth. 

From lJ-2 o'clock. 
End of cable through galvano- Currents reversed every second 

meter to earth. minute sent into the cable. 

From 2-3 o'clock. If by the previous test any communication has been 
observed between the stations, a copper current is sent into the cable for 
fifteen minutes, and if speaking is possible, the first communication sent 
through should be the result of the copper test. 

From 3-5 o'clock. 
End of cable insulated. Measurement of earth currents, in- 

sulation, capacity and copper- 
resistance. 
From 5-6 o'clock. 
End of cable to earth. Measurement of earth current and 

copper-resistance. 

The test is repeated the next day from 10 a.m. to 6 p.m., and 
every following day from 10 to 11, while the end of the cable is 
put to earth through the galvanometer from 6 a.m. till 9 PJi., and 
kept insulated from 9 p.m. till 6 a.m. 

As soon as the galvanometer indicates that current is being sent 
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through the cable, the instruments are joined up for speaking, and 
the call from the ship is awaited. 

The results of the tests are entered in a journal (see App. Y/.), a 
copy of which is forwarded to the Board ; but the telegram sent 
immediately after the test only states : (1) The average numbers 
in ohms of the copper-resistance by zinc and copper, found by at 
least twenty quick reversals of zinc and copper ; (2) the tempe- 
rature of the sea ; (3) the supposed distance of the break from the 
testing station ; thus the report despatched would be, for instance, 
2130 ohms, 70 degrees, 505 knots. 
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APPENDIX VI. 



Log a. 



Paying out from Tank. 


Cable. 




Date 






Ship's time, longitude and latitude 






Ditto, by observation 




1 


Distance by patent log 


• 




Ditto by ship's log in every two hours 






Depth of water, and nature of bottom 






Eevolutions of screw per minute 






Time 






Bevolutions of drum per minute 






Total revolutions 






Total length payed out 






Knots payed out in the last hour 






Average strain on dynamometer 






Temperature of air 






Ditto of tank 






Ditto of sea water 






Names of men at brakes 






Ditto of foremen in tanks 




' 


Signature 






General remarks, as : orders given, 


1 




ships passing, stoppages, and every- 






thing, however trifling, affecting 






the cable-laying. 
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Time. 



Gable. 



Revolutions 

of drum 
per minute. 



Bevolntions 

of screw 
per minute. 



Strain on 

Dyna- 
mometer. 



Total 
number of 
revolutions 



Total 

length of 

cable payed 

out. 



Length payed 
out in the 
last hour. 



LOaS FOB PAYINa OUT. 
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VII. 



GENERAL REMARKS. 



Ship's time, longitude and latitude; distanoe by observation, by patent log 
and by ship's log; depth of water and nature of bottom; change in revolu- 
tions of screw, orders given, stoppages, ships passing, and everytbdng, how* 
ever trifling, affecting the cable-layiiag. 



Signature. 
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Algebra. 

Algebra Self-Taught, by Dr. Paget Higgs, crown 

8vo, cloth 26 

Ancient Alphabets. 

Handbook of Manuscript, Missal, and Ornamental 
Alphabets, from the Christian Era to the 17th 
Century, containing 155 Examples, printed in 
colours, royal 8vo, oblong cloth 4 o 

Applied Science. 

Progressive Lessons in Applied Science, by Edward 

Sang, F.R.S.E., crown 8vo, cloth, each Part 30 

Part I. Geometry on Paper. 

Part 2. Solidity, Weight, and Pressure. 

Part 3. Trigonometry, Vision, Surveying Instruments. 

Arbitrations. 

Arbitrations, a Text-book for Surveyors in Tabu- 
lated form, by Banister Fletcher, F.R.LB. A., Author - 
of * Model Houses,' etc., crown 8vo, cloth 5 o 

Contents : 
What matters may be submitted to arbitration, of the submission, of reivoca- 
tion, who may arbitrate, powers of the arbitrators, of joint arbitrators and 
umpires, of evidence, of the award, of costs and charges, advice to plaintiffs 
and defendants, appendix of forms. 
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ArcMtecte' J^dbQp^^^ _ , , ^ 

for Architectural Survejrors and others engaged in 
Buildings, by J. T. Hurst, C.E., tenth edition, 
-jtkero^^y ^^ejdsed i^d re-frrittenj ^cysi^ 3«S0v . 



S Q 



Containing t 

Mensuration and the I^ivision of Land. 



Fonnulae and Tables ibr the Strength 
of Materials, RpOfe, Walter. SflJplX, j'^abl^cifthe.WeigktsDflron and other 
Drainage, Gas, and oCner matters Building Materials. 



useful to Architects and Builders. 
Information connected with Sanitary 



Memoranda on tlie MtferAl ttktit^ used 
in Building, including a description 
of MatelffllB Md A^UlyM ^ lf^i9^ 
for Builders* work. 



Constants of Labour. 
Valuation of Property. 



Engineering. • Sumnumy of H^ Practice in Dilapida 



tiohs. 
Scale of Professional Charges for 

Axthttects Hf^ Sv^eyors. . . 
Tables of English and French Weights 



The Practice of Builders* Measurement. | and Measures. 

"It is no disparagement to the many excellent publications we fefct to^ [t^ 
say that in our opinion this little pocket-book of Hurst's is the veiy best of 
them all, withbut d!by exception. It wbuld be useless to attempt a recapitula- 
tion of the contents, for it appears to contain almost everything diat anyone 
connected with building could require, and, best of alL made up ia a compact 
form for carrying in the pocket, measuring only 5fh;o^ 3 fat, iMid laS^oui; f (il. 
thick, in a limp eovor. We congratulate the author oh the sutoess .of his 
laborious and practically compiled little boo%^ which has rec^ved un^oalified 
and deserved pfaSse from every professional person tp whom wq h^y^ shown 
W—TTu LhiUn Bttilder. 



I < 



Belt Gearing. 

On Designing Bdt Gearing, l?y E, T. Cowling Wrfch, 
Mem. Inst. Mech. Engineers, author of * Designing 
Valve Gearing,' fcap. 8vo, sewed 



Belting. 

A Treatisd on the use of Belting fer the TrattrtJiis- 
sion of Power, widi numerous IllnstratioBis of 
approved and actual methods of ^rrsuiging Maid, 
Driving and Quarter-Twist Bdts, and of Belt Fast- 
enings, with Examples and Rules for Exhibiting and 
Calculating the Size and Driving Power of Beits, by 
yditi tt. Uabper, M.E., 8vo, cloth , iS 



■ / 
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Bridges. 

Long-Span Railway Bridges, comprising Investiga- 
tions of the Comparative Theoretical and Practical 
Advantages of the various adopted or proposed - 
Type Systems of Construction, with numerous 
Formulae and Tables giving the weight of Iron 
or Steel required in Bridges from 300 feet to the 
limiting Spans ; to which are added similar investi- 
gations and Tables relating to Short-Span Railway 
Bridges, second and revised edition, by B. Baker, 
Assoc. Inst CJE,^ plates, crown 8vo, cloth 5 o 

Bridges. 

Economics of Construction in relation to Framed 
Structures. Contents : Classification of Framed 
Structures or Trusses, Diagrams of Forces, with 
numerous examples, by Robert H. Bow, C.E., 
F.R.S.E., illustrated by 332 diagrams of Roofs and 
Bridges and i(>plateSy 8vo, cloth 5 o 

Bridges. 

The Strains upon Bridge Girders and Roof Trusses, 
including the Warren, Lattice, Trellis, Bowstring, 
and other Forms of Girders, the Curved Roof, and 
Simple and Compound Trusses, by Thos. Catgill, 
C.E.B.A.T., CD., Assoc. Inst. C.E., Member of 
the Society of Engineers, and 64 illustrations , drawn 
and worked out to scale, 8vo, cloth 12 6 

Bridges. 

London Bridge. Shall London Bridge be widened 
or shall a New Bridge be built near the Tower? 
By Edward Brainerd Webb and James Bolland, 
Members of the Institution of Civil Engineers, with 
a map, royal Svo, sewed 2 6 

Building. 

The Builder's Clerk, a Guide to the Management 
of a Builders Business, by Thomas Bales, fcap, 8vo, 
cloth 1 4 
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Builders' Price-Book. 

Spons' Builders' Packet-Book of Prices and Memo- 
randa, edited by W. Young, architect, royal 32mo, 
roan 4 6 

or cloth, vermilion edges 3 6 

Published annually. 

Contents : 



Ancient Lights, Table of and Rules 

for Calcukting. 
Approximate 0)st of Buildings, by 

Cubing. 
Arches, Architects' Charges. 
Bricklayers' Useful Memoranda. 
Carpenters' and Joiners* Useful Me- 
moranda. 
Cast-Iron Hollow Colunms, Table of. 
Cements, Composition and Strength 

of: 
Chimneys, How to Build. 
Chimneys, Smoky^ Cause and Cure of. 
Churches, Rules of Incorporated 

Society. 
Circle, Properties of. 
Coals, Space occupied by, & Weight of. 
Columns, Strength of. 
Concrete Building. 
Concrete under Water. 
Corrugated Iron Roofing. 
Cubical Contents of Floors, Roofs, 

etc.. Table of. 
Damp Walls, Recipe for. 
Decay of Wood, Cause and Cure of. 
. Dimensions of English Cathedrals and 

Halls. 
Drainage of Land. 
Drainage of Towns, Cost of. 
Drains and Sewers. 
Excavator's Useful Memoranda. 
Fire and Insurance Memoranda. 
Five Orders of Architecture. 
Floors and Joists, Table of Wood. 
Footings of Walls. 
Gasfitters' Useful Memoranda. 
Gas Supply. 
Girders of Wood and Iron, Strength 

of, and Table of Safe Loads. 
Heat 

Heights, Measurable. 
Hoop Iron. 

Iron Roofs, Examples of. 
U^htning Conductors. 
Limestones. 



Loads on Roofs and Floors. 

Measurement of Builders' Work. 

Mensuration. 

Mortar, Smeaton's, as used at Eddy- 
stone Lighthouse. 

Mortars. 

Nomenclature, Architectural. 

Norman, Early English, Decorated, 
and Perpendicular Mouldings, Ex- 
amples of. 

Pavior's Memoranda. 

Perspective. 

Piers and Pillars. 

PUes. 

Plasterers' Memoranda. 

Plumbers' Memoranda. 

Preservation of Wood and Stone. 

Rainfall. 

Retaining Walls. 

Rolled Iron Joists. 

Roofs, Table of Scantling, etc 

Ropes. 

Stone, Building, Component Parts, 
Colour, Weight, Strength, and Price 
of Building Stones in England and 
Scotland. 

Surveying. 

Symbolism. 

Tenacity of Materials. 

Thickness of Walls. 

Timbers, Quality, Weights, and 
Strength of. 

Valuation of Property. 

Ventilation. 

Warming by Steam. 

Water, Hot. 

Water Supply. 

Waterworks. 

Weight of Metals and all Materials 
used in Building. 

Wells. 

Wind, Pressure of. 

Zinc-workers' Memoranda. 

Excavators' Prices. 

Bricklayeis' Prices. 
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Cabinet Making. 

The Cabinet Maker; being a Collection of the Most 
approved designs in the Mediseval, Louis-Seize, and 
Old English styles, for the use of Cabinet Makers, 
Carvers, etc., by R. Charles, 96 plates, folio, half- 
bound 21 o 

Carpentry. 

Elementary Principles of Carpentry, by Thomas 
Tredgold, revised from the original edition, and 
partly rewritten, by John Thomas Hurst, con- 
tained in 517 pages of letterpress, and illustrated 
with 48 plates and 150 wood engravings, second 
edition, crown 8vo, handsomely bound in cloth 18 o 

Section I. — On the Equality and Dis- ' Section VIIL — Construction of Cen- 
tribution of Forces. tres for Bridges. 

IX, — Cofifer-dams, Shoring, 

and Strutting. 
X, — Wooden Bridges and 

Viaducts. 
XI. — ^Joints, Straps, and 

other Fastenings. 
XII.— Timber. 






>» 



II. — Resistance of Timber. 
III. — Construction of Floors. 
IV. — Construction of Roofs. 
V. — Construction of Domes 

and Cupolas. 
VI. — Construction of Partitions. 
VII. — Scaffolds, Staging, and 
Gantries. 



}} 



»> 



>> 



Clerk of Works. 

The Clerk of Works, a Vade Mecum for all en- 
gaged in the Superintendence of Building opera- 
tions, by G. G. Hoskins, F.R.I.B.A., fcap, 8vo, 
cloth 

Colonial Agriculture. 

Tropical Agriculture, or the Culture, Preparation, 
Commerce, and Consumption of the Principal Pro- 
ducts of the Vegetable Kingdom, as furnishing 
Food, Clothing, Medicine, etc., and in their relation 
to the Arts and Manufactures j forming a practical 
treatise and Handbook of Reference for the Colonist, 
Manufacturer, Merchant, and Consumer, on the 
Cultivation, Preparation for Shipment, and Com- 
mercial Value, etc., of the various Substances 
obtained from Trees and Plants entering into the 
Husbandry of Tropical and Sub-Tropical Regions, 
by P. L. Simmonds, second edition, revised and 
improved, in one thick vol. 8vo, cloth £^ 
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Coffee. 

Coffee Planting in Southern India and Ceylon» by 

£. C P. Hull, crown Svo, clodi 9 o 

Colonial Engineering. 

Spons* Information for Colonial Engineers, edited 
by J. T. Hurst 

No. I. Ceylon, by Abraham Deane, CR, 8vo, boards 2 6 

Contents: 
Introductory Remarks*— NataralProductions-^Architectureand Et^ineering 
— Topography, Trade, and Natural History — Principal Stations — Wdghts and 
Measures, otc^ etc 

No. 2. Southern Africa, including the Cape Colony, 
Natal, and the Dutdi RepubUcs, by Henry Hall, 
F.R.G.a, F.R.C.L, 8vo ^ (i 

No. 3. India, by F. C. Danvers, Assoc. Inst CE. 4 6 

Na 4. The West Indies and British Guiana, by 
N. B. Macdermott and C. H. Roberts, of the Royal 
Engineer Department, in preparaHofh 

Compensations. 

Compensations, a Text-book for Surveyors, in 
tabulated form, by Banister Fletcher, crown 8yo, 
cloth S 

Contents : 

The varieties of damage fof which claims may arise ^various classes of 
property — points to be observed in surveys — notices to treat — nature of 
damage for which claims can and cannot be sustained — what property can be 
compulsorily taken — when entry on property can aad cannot be to(npdl9(^y 
made — of goodwill and stock — knd of the various legal methods -pf /settlement 
of disputed claims — together with ful^ and explicit instructions Qn the methods 
of valuing, and pf making claims ; with comments on cases arising imder the 
MetropoUs Local Management, and -Metropolitan Buildings Acts; the whole 
given in a practical and comprehensive fbrmi - supplemented by a copious 
Appendix, containing many useful forms and preoedents, and also Tables for 
the Valuation of Freeholds, Leaseholds, Reversions, and Life-Interests. 

Cottages and Villas* 

Picturesque Architectural Studies and Practical 
Designs for Gate Lodges, Cottages, Cottage 
Hospitals, Villas, Vicarages, Country Residences, 
Schools, Village Churches, etc, by W. Young, of 
Exeter Hall, London, Architect, 50 f bites, 4t0, 
elegantly bound in cloth £1 5 o 
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This work contains sketches of executed examples of picturesque buildings, 
and suggestive designs, treated in a picturesque style; and ^icdudes plj|i^9 
elevations, and perspective views. , 

The aim of the Work is to show the Artistic in building unitedf t9i {9:iwti^ 
planning and instruction, more by carjeful study of proportion iui4 dii^ati5ia 
of parts, than by undue eJaboration of detail ; in fact, to get the most ^ic^^^qi|e 
and artistic effect in the nmplwt and least expensive manner. 

The Plates are facsimilet of the author's own drawings, accompanic4 )xs 
ample letterpress desoription and estimates of the cost. 



ictionary of Engineering. 

Spons' Dictionary of Engineering, Civil, M^l^oi^ 
Military, and Na-vali with t^ch|i5ud tejrpi$ in yieuchi 
German, Italian, and Spanish, 3100 jpp., ajvl near^ 
8000 engravings^ in super-royal 8vo, in ^ ^y};^Ti^ 
Complete in 3 vols., cloth ^ 

Bound in a superior manneri balf-moroccQ, ^p. edge 
gilt, 3 vols, jQ^ 1 2 

Containing Completb Treatisss on 



/C 




8 
5 



o 
o 



Agricultural Instruments, inclutting 

Steam Ploughing and (^teiun 

Ploughing Apparatus^ 
Air-pump. 
Alloys (Metallic) employed in the 

Useful Arts. 
Anemometers. 
Bam Machinery* 
Battery. 
Bells (Large), How to construct to 

sound any required note. 
Belts and Belting. 
Boilers, the Principles and Practice of 

Boiler Construction. 
Bootmaking Machinery. 
Boring and Blasting, 
Boring and SixJdng Artesian Wells. 
Brake (Railway). 
Brick-making. 

Bridges — Timber, Stoofl, and Iron. 
Cables. 
Cements. 
Coal Mining. 
Coolers and Refrigerators. 
Cotton Machinery. 
Damming. 
Details of Engines. 
Docks and Harbours. 
Dynamometer. 
Electvo-Metallorgf. 
Engines^ Varieties oC# 



] Fan. 
Fire-armsi 
yiJx.>Iadbtiaery. .: 
Fdjgipjl, Madunfiy for. 
Founding a»d Casting. 
Friction, 
Furnace. 

Gas, Manufacture of. 
Hand Tods. 
Haulage of CoaL 

Hydraulics end Hydraulic Machines. 
Ic€-making Maciiine. 
Iron Manufjacturr. 
Iron-ship Building. 
Irrigation. 

Lifts, Hoists, and Elevators, 
lights, Buc^s, and Beacons. 
Loeks and Lodt Gate*. 
Locomotive Engine. 
Machine Tools* 
Marine F.nginei 
Materials m, Construction. 
Mechanical Movements. 
Metallurgy. 
Mills aBdMffl*<work; 
Ores, 

Paper Machinery* 
Pennanent Wftv. 
Piles and Pile-driving. 
Pin-making Machiiicr]|^ 
Pipes. 
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Pumpfs and Pumping. 

Railway Engineering. 

R^eservofrs. 

Retaimng Walls. 

Rhrert. 

Roads. 

Rooft. 

Rope-making. 

Scaffolding. 

Screw Engines. 



Signals. 

Silver. 

Stationary Enmnes. 

Stave and CasK Machinery. 

SteeL 

Sugar Machinery. 

Telegraph. 

Ventilating and Warming. 

Waterworks. . 

Woodvwoikiiig Machinery. 



Dilapidations. 

Dilapidations, a Text-book for Architects and Sur- 
veyors, in tabulated form, by Banister Fletcher, 
Fellow Royal Inst. Brit Arch. (Author of Model 
Houses), showing who are liable for Dilapidations, 
and the extent of the liability of Lessors, Lessees, 
Tenants at will, Tenants by elegit, Statute, Mer- 
chant, or Staple Tenaijts in fee simple. Tenants in 
tail. Tenants for life. Tenants for years without im- 
peachment of Waste, Mortgagor, Mortgagee in 
Possession, Yearly Tenants, Tenants in Common, 
and joint Tenants, Rights of coparceners, also what 
are dilapidations and; waste, and further fully 
instructs the surveyor how to take and value them ; 
to which is added the duties of surveyors, with a 
table of legal cases, embracing the most recent, and 
illustrated throughout by examples drawn from the 
author's . experience, and latest legal decisions, 
crown 8vo, cloth 

Dry Rot. 

A Treatise on the Origin, Progress, Prevention, 
and Cure of Diry Rot in Timber ; with Remarks on 
the Means of Preserving Wood from Destruction 
by Sea-Worms, Beetles, Ants, etc., by Thomas Allen 
Briton, late Surveyor to the Metropolitan Board of 
Works, etc., QtCj plates^ crown 8vo, cloth 

Earthwork Tiables. 

Tables for Computing the Contents of Earthwork 
in the Cuttings and Embankments of Railways, by 
W. Macgregor, royal 8vo, cloth 6 o 

"It is a difficult matter to compute the amount of earthwork removed from 
cuttin gs and piled up into embankments for railways ; owing to theuaevenness 
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of the surface of the ground, it is, in fisict, impossible to obtain absolute accuracy, 
and all that can be done is to calculate as close to truth as practicable. For 
this purpo^ Mr. Macgregor has compiled these tables, which will give the 
approximate quantity, sometimes more and sometimes less. The tables are 
arranged for cuttings of 30 ft. base, with slopes varying from | to I to 2} to i, 
and for bases of 15 ft. to 36 ft. with slopes of 1} to I or 2 to I." — English 
Mechanic, 

Electrical Testing. 

A Handbook of Electrical Testing, by H." R. 
Kempe, Assoc, of the Society of Telegraph Engi- 
neers, fcap. 8vo, cloth S 

Electricity, 

Electricity; its Theory, Sources, and Applications, 
by John T. Sprague, Member of the Society of 
Telegraph Engineers, with 91 woodcuts and 30 
valuable tables, crown 8vo, cloth 8 o 

Electric Telegraph. 

Electricity and the Electric Telegraph, by George 
B. Frescott, with 564 woodcut illustrations, 8vo, 
cloth 18 o 

Electric Telegraph. 

Electro-Telegraphy, by Frederick S. Beechey, Tele- 
graph Engineer, a Book for Beginners, fcap. 8vo, 
cloth ' I 6 

Electric Telegraph. 

Electrical Tables and Formulae for the use of Tele- 
graph Inspectors and Operators, compiled by 
Latimer Clark and Robert Sabine, with wood en- 
gravingSy crown 8vo, cloth 12 6 

Engineering Drawing. 

An Elementary Treatise on Orthographic Projec- 
tion, being a new method of Teaching the Science 
of Mechanical and Engineering Drawing, intended 
for the instruction of Engineers, Architects, Builders, 
Smiths, Masons, and Bricklayers, and for the use of 
Schools, with numerous illustrations on wood and 



X.AF.N. 8P0H: LOSIMiK MBTBIKSW ^^-«S- 



lo CATALOGUE OP SCIENTIFIC BOOKS. 

iltd, bjr William Knas, AssociateTiiEtitate Civil < 
Eoj^eeFs, late Master of die'Mechanical !pra,li;iilg '^ ' 
Cl^ss fit die Depaxtmqnt of IScience a,iia;''Ar^, ^^q,' V' , 
at tiie School of Mines, foriaerljr< prowscor q£ i , 
Applied Mechanics at the CoUegs '&r Ciril Sngir. - - ' 
neers, etc., eighth edition, 8vo, cloth ■ '-9 o 

Mr. Binn^ system of Mechanical Drawing is m sue-. . . 
eessful operalioo in allthe 4rt.SehQsitsWhl^'tJ^^"^^*'-'^'^ 
Kingitom. , ■■ ■ .■■■'■" ' 

Engineering: Drawing. 

The Second Course of Orthographic Projection; ,^,, ,,j'.| 
being a continuation of the N^w Method of Teach- — 
ing the Science of Mechani^I and Engineering ' 
Drawing; with some PraCtTCi! Remarks On the ',■ 
Teeth of Wheels, the Projection of Shadows, Princi- , '. 
pies of Shading, and the iPractice of Making to ' ' 
Scale Drawings from Actual Machinery. Intended, 
for the Instruction of Engineers, ATc^tB*S,'BU4er^-'-'!- ■■■ ' ' '^ 
Smiths, Masons, and BTickla3'eis, oiid for the 1^ of- :.: 
Science Schools and Claases, ttith nupuraut iBtti* .'■ 1 
trations, by William Binns, Consulting Engineer,' 
Associate I.C.E., late Master of the Mechanical 
Drawing Class at the DepaTtment(>f,Spie9pepn^i.(j;}oI5{ 
Art, and at the Royal Sciool of Miijesj forfiaer^ . 
Professor of Applied Mechanics at the CQUege f9r . . 
Civil Engineers, etc, 8vo, cloth ' ' ' i ,to 6 

Engineering Papers. 'iuo'i-u 

Engineering Pim>era, by Gr»h«Q) Smith, 9v!0iX1q<^ ^.i5 ° 

Engineers' Focket-Book. 

A Pocket-Book of Useful Fonnulse and Memoranda 
for Civil and Mechanical Enmneers, by Guilford 
L. Molesworth, Mem. Ins. C. E., Conaultii^ Eilg!- ■'- '-- - " 
neer to the Govenuaent of India for Stale Byways, 
nineteenth edition, revised^ with a valuable .con?. ' 
tribution on Telegrai^s by JEL S. Brou^ and Dfc 
Paget Hi^s, ^imo, roan 60 

Ditto, Interleaved with Rnied Paper for Office use 90 

■£VHo,ju7iited on India paper, for the waistcoat pocket :6 o 
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Synopsis of Contents. 



Survepng, Levelliilg, etc 
Strength and Weight of Materials. 
Earthwork, Brid&work, Masonry, 

Arches, etc. 
Struts, Columns, Beams, and Trusses. 
Flooring, Roofing, aad Roof Trusses. 
Girders, Bridges, etc. 
Railways and Roads, . . 
Hydraiilic Formulae. 
Canals, Sewers, Waterworks, Bocks. 
Irrigation and BreakwaterB. 
Gas, Ventilation, and Warming. 
Heat, Light, Colour, and Sound. 
Gravity — Centres, Forces, andPonrers. 
Millwork, Teeth of Wheels, Shaftihg, 

etc. 
Workshop Recipes. 
Sundry Machinery. 
Animal Power. 
Steam and the Steam Engine. 



Water-power, Water-Wheek, Tur- 
bines, etc. 

Wind and Wmdmills. 

Steam Navigation, Ship -Building, 
Tonnage, etc. 

Gunnery, Projectiles, etc. 

Weights, Measures, and Money* 

Trigonometry, Conic Sections, and 
Curves, 

Telegraph. 

Mensuration. ' 

Tables of Areas and Circumferetice, 
and Arcs of Circles. 

Logarithms, Square and Cube Roots, 
Powers. 

Reciprocals, etc. 

Useful Numbers. 

Differential and Integral Calculus. 

Algebraic Signs. 

Telegraphic Construetion & Formulae. 



Engineers* Tables. 

Spons' Tables and Memoranda for Engineers, 
selected and arranged by J. Tv Hurst, C.E.i Author 
of * Architectural Surveyors- Handbook,' 'Hurst's 
Tredgold's Carpentry,' etc.^ 64010, roan, gilt edges, 
second edition 
Or in cloth case 

Contents.: 

Size of Heads, Nuts, kc, 

;, Rivets 
Shrinkage of Castings 
Corrugated Iron 
Zinc 



1 

I 



O 

6 



if 



Excavators'- Memoranda 
Bricklayers* „ 

Fire-Clay Flue linings 

Weight of Bricks and Tiles 
Masons* Memoranda 

Weight of Limes and Cements 
Pttrbeck Paving 
Yorkshire 
„ Marble Slabs 

Slaters* Memoranda 

Weight of Slates 
Carpenters* Memoranda 

Deal Standards 

Purlins 

Roof Scantlings 

Floors 

Rafters 
Plasterers* Memoranda 
Smiths* and Founders' Memo- 
randa 



Weight of Round and Square Iron 
Flat Bar Irosi 
Round Cast Iron 
Various Metals per ft. 

5Up. 

Sheet Iron 

Hoop Iron 

Chains, and size of Cast 
Iron Pipe 

Heads, Nuts, & Washers 

Cast Iron Socket Pipes 

Wire 
Size and AVeight of Nails per M. 

,, „ Spikes 

Weight of C«*t ItQ.\SL fejfe. 



>» 

>> 
if 

if 
f> 
■»» 

}) 
fi 
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CovTK^lSr— continued. 



Weight of Corrugated Iron Roofing 
„ NaUs 

„ Shoes for Door Frames 
Relative Weight of Various Metals 
Proportion ofWheels 
Cast Iron Pillars 
Relative Strength of Cast and 

Wrought Iron Pillars 
Safe Load for Stone Pillars 

,, Floors 

Strengdi of Rolled Iron Beams 
Fire-Proof Floors 
Wrought Iron Roofs 
Plumbers' Memoranda 
Weight of Sheet Lead 
Lead Pipes 



n 



Painters' and Glaziers* Memo- 
randa 
Sundry Memoranda 
Weight of metals per foot cube 
,, Earth/Stone, etc., per ft. 
cube 
Timber 



)t 



Weight of Liquids 

Men and Animals 

Forage 

Water 

Oil 

Coal 
Ropes 

Railway Curves 
Measurement of Heights 
Railway Road Crossings 
Measurement of Distances 
Mensuration 
Circumferences of Circles 
. Areas of Circles 

Regular Polygons 
Money Tables, English and Foreign 
Weights and Measures 
Weight and size of Casks 
Size of Paper 
French Measures 
Maltese 

Comparison of English and Foreign 
Measures 



This work is printed in a pearl type, and is so small, measuring only 2} in. 
by if in., by \ m. thick, that it may be easily carried in the waistcoat pocket. 

' * It is certainly an extremely rare thing for a reviewer to be called upon to 
notice a volume measuring but 2^ in. by if in., yet these dimensions faithfully 
represent the size of the handy little book before us. The volume — ^which con- 
tains 118 printed pages, besides a few blank pages for memoranda — ^is, in iact, 
a true pocket-book, adapted for being carried in the waistcoat pocket, and 
containing a far greater amount and variety of information than most people 

would imagine could be compressed into so small a space The little 

volume has been compiled with considerable care and judgment, and we can 
cordially recommend it to our readers as a useful little pocket companion." 



French-Polishing. 

The French-Polisher's Manual, by a French-Polisher, 
containing Timber Staining, Washing, Matching, 
Improving, Painting, Imitations, Directions for 
Staining, Sizing, Embodying, Smoothing, Spirit 
Varnishing, French-Polishing, Directions for Re- 
polishing, royal 32mo, sewed 



Gas. 



Analysis, Technical Valuation, Purification and Use 
of Coal Gas, by the Rev. W. R. Bowditch, M.A., 
with wood engravings, 8vo, cloth 



12 
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Condensation of Gas — Purification of Gras — Light — Measuring — Place of 
Testing Gas — Test Candles — ^The Standard for Measuring Gas-Light — Test 
Burners — Testing Gas for Sulphur — ^Testing Gas for Ammonia — Condensation 
by Bromine — Gravimetric method of taking Specific Gravity of Gas — Carburet- 
ting or Naphthalizing Gas — Acetylene — Explosions of Gas — Gnawing of Gas- 
pipes by Rats — Pressure as related to Public Lighting, etc. 

''While the Gas Question is claiming the attention of the inhabitants of 
London and many of the large provincial towns, Mr. Bowditch's book must 
prove useful. The whole subject of the production, purification, and use of Gas, 
is treated in a perfectly exact, yet at the same time in a dear and concise man- 
ner. The Gas manager will find in its pages a carefiil examination by a man 
of science and great experience of all the methods which have been introduced 
for removing the non-illuminating and offensive principles from Coal Gas. The 
use of the Photometer in all its varieties is described, etc., with an important 
chapter on testing Gas." — Athenceum, 

Gas. 

The Gas Consumer's Handy Book, by William 
Richards, C.E., i8mo, sewed o 6 



Gas. 

The Gas Fitter's Guide, showing the Principles and 
Practice of Lighting with Coal Gas, by J. Eldridge, 
second edition, cuts^ post 8vo, sewed i o 

Gas Manufacture. 

A Practical Treatise on the Manufacture and Distri- 
bution of Coal Gas, by William Richards, demy 4to, 
with numerous wood engravings and large plates^ 
cloth * ; 28 o 

Synopsis of Contents. 

Introduction — History of Gas Lighting — Chemistry of Gas Manofactare, 
by Lewis Thompson, Esq., M.R.C.S.— Coal, with Analyses, by J. Paterson, 
Lewis Thompson, and G. R. Hislop, Esqs. — Retorts, L:on and Clay — Retort 
Setting — Hydraulic Main — Condensers — Exhausters — Washers and Scrub- 
bers — Purifiers — Purification — History of Gas Holder — Tanks, Brick and 
Stone, Composite, Concrete, Cast-iron, Compound Annular Wrought-iron — 
Specifications — Gas Holders — Station Meter — Governor — Distribution — 
Mains — Gas Mathemathics, or Formulae for the Distribution of Gas, by Lewis 
Thompson, Esq. — Services — Consumers' Meters — Regulators — Bumers^- 
Fittings — Photometer — Carburization of Gas — Air Gas and Water Gas — 
Composition of Cosd Gas, by Lewis Thompson, Esq. — Analyses of Gas — 
Influence of Atmospheric Pressure and Temperature on Gas — Residual Pro- 
ducts — Appendix — ^Description of Retort Settings, Buildings, etc^ etc 
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Geometry. 

Frax^tical Geometry and Engineering Drawing; a 
Course of Descriptive Geometry adapted to the Re- 
quirements of the Engineering Draughtsman, in- 
cluding the determination of cast shadows and 
Isometric Projection, each chapter being followed 
by numerous examples, to which are added rules for 
shading Shade-lining, etc., together with practical 
instructions as to the Lining, Colouring, Printing, 
and general treatment of Engineering Drawings, 
with a chapter on Drawing Instruments, by George 
S. Clarke, Lieut. R.E., Instructor in Mechanical 
Dra>ving, Royal Indian Engineering College, 
Cooper's Hill, 20 plates, 4to, cloth 15 

Graphic Statics. 

The Elements of Graphic Statics, by Professor Karl 
Von Ott, translated from the German by G. S. 
Clarke, Lieut. R.K, Instructor in Mechanical 
Dra^ving, Royal Indian Engineering College, 
Cooper's Hill, crown 8vo, cloth 



Heat. 

A Practical Treatise on Heat, as applied to the Use- 
ful Arts, for the Use of Engineers, Architects, etc, 
by Thomas Box, second edition, revised and en- 
larged, crown 8vo, cloth 

Hydraulics. 

Practical Hydraulics : a Series of Rules and Tables 
for the use of Engineers, etc., etc, by Thomas Box, 
fourth edition, numerous plates, post 8vo, cloth 

Contents : 



5 



12 



5 



Tables and Formulae of the Theore- 
tical Discharge of Water by round 
apertures of various diameters, and 
under different heads of water pres- 
sure. 

Of the Actual Discharge of short 
Tubes of various diameters, with 
square edges, and under different 
heads of water pressure, being 
8-ioths of the theoretical discharge. 
For bends in Water pipes, showing 
the loss of head due to change of 
direction by one bend of 90P. For 
quick bends. 



Of the Heights of Jets with different 
heads. 

Of the Discharge of Jets with different 
heads. 

Of the Discharge of Water over 
Weirs. 

Of the Discharge of Overflow Pipes 
for Tanks, etc. For open Channels, 
Canals, and Rivers. For the Dis- 
charge of ditto. 

Of the Strength of Water Pipes. 

Etc. etc. etc. 
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Tredgold's Tracts cm Hydraulics, containing Smea- 
ton's Experhntotal Papfers on the power of Water 
and Wind to tutu Mills, etc., Ventnri's Experianents 
on the Motion of Fluids, and][Dr. Young's Summary 
of Practical Hydraulics, //(a5/<?j, royal 8 vo, boards ' 6 d 

• I 

Hydraulic Tables. 

Office Hydraulic Tables, for the use of Engineers 
engaged in Waterworks, giving, the Discharge and 
Dimensions of Rivers, Channels, and Pipes, by J. 
Neville, oa a large folio sheet i o 

Indicator. 

An Elementary Treatise on Steam and the Use of 
the Indicator, by J. C. Graham, B.Sc. Assoc. Inst. 
C.E., Svo, cloth . 90 

Iron Constructions. 

Works in Iron, Bridge and Roof Structures, by 
Ewing Matheson, Mem. Inst C.E., with examples 
of Structures made and erected by Andrew Handy- 
side and Co.> Derby and London, second edition, 
royal Svo, cloth ^ 15 o 

Link-Motion. 

Link-Mption and Expansion-Gear practically con- 
sidered, by. N, P, Burgh, Engineer^ illustrated with 
90 plates and 229 wood et^avin^y small /fiOy hand- 
somely ialf-bound in morocco £2 2 o 

Contents 2 

The History of the Invention of the Link-Motion ; Principles of the action of 
Steam-working Valves ; History of the practical application of Velve*G<arki^; 
Geometrical principles of the action of Eccentrics and Link-Motions, according 
to their relative positions, ais applied for Valve-Geiars of Steam Eingines ; 
Action of Steam-working ValvtSs ; Action of the Steam $ AppUcatioa of Valve- 
Gearing (original) ; Adjustable Ecoentrips ; Action of the Lmik-Motion ; Action 
of the Slide Valve ; Action of the Eccentrics ; Angles of Eccentrics (to set) ; 
Cams, shape of; Cut-ofF explained ; Expansion explained ; Exhaustion ex- 
plained ; Ecctetric Rods (length of) ; Geometry of the Link*Mdtion and Valve ; 
Lead explained ; Lap explained ; Link-Motian explained ) RtUea, 

£ ft F. V. SPOH: LOBIMm KK&'SS« ^^SKS. 
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Excepting in the work * Modem Marine Engineering,* there is no book 
that contains practical description and illustration of the Link-Motion and 
Expansion-Gear. Mr. Burgh therefore put himself in communication with the 
principal Mechanical Engineering Firms of England and Scotland, for the pur- 
pose of making this the Standard Book of Reference on the above subjects. 

Locomotive. 

Catechism of the Locomotive, by W. N. Forney, 
Mechanical Engineer, with tables , 1 9 plates^ and 227 
wood engravings^ crown 8vo, cloth 9 o 

Machinery. 

Appleby's Illustrated Handbook of Machinery : 

Section i. Prime Movers, including Fixed, Portable 
and Marine Engines; Boilers; Locomotives; Steam 
Launches ; Heated Air, Gas, and Water Eiigines ; 
Turbines and Water Wheels, with prices, weights, 
measurements, and some data on working expeni^es 
and results obtained, by C. J. Appleby, 8vo, clolii 2 o 

Ditto, ditto. Section 2. Hoisting Machinery, in- 
cluding Winding Engines; Hydraulic, Steam, and 
Hand Cranes, Winches, and Jacks, 8vo, cloth 3 6 

Ditto, ditto. Section 3. Pumping Machinery, in- 
cluding Pumping Engines, Centnfugal Steam and 
Hand Pumps, with prices, etc., etc., 8vo, doth 3 6 

Mechanical Engineering. 

The Mechanician and Constructor for Engineers, 
comprising Forging, Planing, Lining, Slotting, Shap- 
ing, Turning, Screw Cutting, etc., by Cameron 
Knight, illustrated by 96 4to plates^ containing 1 147 
illustrations y and 397 pages of letterpress^ 4to, 
cloth ^ ^2 10 o 

Or, half-bound French morocco ;^2 12 6 

Mechanics. 

The Essential Elements of Practical Mechanics, 
based on the principle of work, designed for 
Engineering Students, by Oliver Byrne, formerly Pro- 
fessor of Mathematics, College for Civil Engineers, 
second edition, illustrated by numerous wood en- 
£ravmgSy post 8vo, cloth 7 6 
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Contents : 

Chap. I. How work is measured by a unit, both with and without reference 
to a unit of time. Chap. 2. The work of living agents, the influence of friction, 
and introduces one of the most beautiful laws of motion. Chap. 3. The 
principles expounded in the first and second chapters are applied to the 
motion of bodies. Chap. 4. The transmission of work by simple machines. 
Chap. 5. Useful propositions and rules. 

MiUwright's Guide. 

The Practical Millwrighfs and Engineer's Ready 
Reckoner, or Tables for finding the diameter and 
power of cog-wheels, diameter, weight, and power of 
shafts, diameter and strength of bolts, etc., by 
Thomas Dixon, fourth edition, i2mo, cloth 3 o 

Contents : 
Diameter and power of wheels,'diameter, weight, and power of shafts, multi- 
pliers for steam used expansively, diameters and strength of bolts, size and 
weight of hexagonal nuts, speed of governors for steam engines, contents of 
pumps, working barrels, circumferences and areas of circles, weight of boiler 
plates, French and English weights and measures, etc. 

Mining Machinery. 

Mining Machinery, a Descriptive Treatise on the 
Machinery, Tools, and other Appliances used in 
Mining, by G. G. Andr^, F.G.S., Assoc. Inst C.K, 
Mem. of the Society of Engineers. 

In 12 Monthly Parts, royal 4to, uniform with the 
Author's Treatise on Coal Mining, and when com- 
plete will contain about 150 plates^ accurately 
drawn to scale, with descriptive text, each Part 5 o 

Now ready. Vol. I., cloth £,\ 16 o 

Contents : 
Machinery for Prospecting, Excavating, Hatding, and Hoisting — Ventila- 
tion— Pumping — Treatment of Mineral Products, including Gold and Silver, 
Copper, Tin, and Lead, Iron, Coal, Sulphur, China, Clay, Brick, Earth, etc 

Perpetual Motion. 

Perpetuum Mobile ; or, Search for Self-Motive 
Power during the 17th, i8th, and 19th Centuries, 
illustrated from various authentic sources in papers, 
essays, letters, paragraphs, and numerous patent 
specifications, with an Introductory Essay by Henry 
Dircks, C.K, with numerous engravings of machines^ 
crown 8vo, cloth 10 6 

Ditto, ditto, Second Series, with numerous engravings 

and portraits^ crown 8vo, cloth to 4 
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'' A carious and intesesting work. Mr. Dircks' chief purpose was to collect 
together all the materials requisite to form a record of what has been done, or 
attempted rather, in this curious branch of qtuui science, and most instructive 
in one sense it is. Mr. Dircks' Yolume is well worth looking into ; it contains 
a vast deal of entertaining matter." — Builder. 

Plan and Map Drawing. 

The Draughtsman's Handbook of Plan and Map 
Drawing, including instructions for the preparation 
of Engineering, Architectural, and Mechanical Draw- 
ings, with numerous UlustreOions and coloured ex* 
ampleSy by G. G. Andr^, F.G.S., M.S.E., crown 4to, 
cloth 15 o 

Pyrology. 

Pyrology, or Fire Chemistry \ a Science interesting 
to the general Philosopher, and an art of infinite 
importance to the Chemist, Mineralogist, Metallur- 
gist, Geologist, Agriculturalist, Engineer (Mining, 
Civil, and Military), etc., etc., by William Alexander 
Ross, lately a Major in the Royal Artillery, with 
plates and woodcuts y crown 4to, doth j^i 16 o 



Railway 

Switches and Crossings j Formulae for ascertaining 
the Angles of Crossijoigs, the LeQgths of Switches, 
and the Distances of the Points of the Crossings 
and the Heels of the Switches from the Sprii^ging 
of the Curve, by W, Donaldson, M.A., A.LC,E., 
Author of ' A Treatise on ObUque Arches,' plates^ 
8vo, cloth 10 

Bailway Otipves. 

Tables for setting out Curves for Railways, Canals^ 
Roads, etc., varying from a radius of five chains to 
three miles, either with or without -a Theodolite, 
by Anihibald Kennedy and R. W. Haicbwood, 
32mo, cJkDiih 2 

Railway IBnjgrlDjMring. 

Remunerative Railways for new Cotmtries, with 
some account of the first Railway in China, by 
Richard C. Rapier, Member and Telford Medalist 
Inst. C.E., numerous illustrations and estimates^ 
crown 4to, cloihy gilt 1 5 
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Railway Engineering. 

Manual of Railway Engineermgy for the Field and 
the Office, by Charles P. Cotton, C.K, second 
edition, revised and enlarged, post 8vo, cloth 7 6 

Railway Signals. 

A Treatise upon Railway Signals and Accidents^ by 
Archibald D. Dawnay, Assoc. Inst C.E., cuiSy 8yo, 
sewed 2 o 

Reservoirs. 

On the Construction of Catch-water Reservoirs in 
Mountain Districts for the supply of Towns, or for 
other purposes, by C. H. Beloe, Author of ' The 
Handbook of the Liverpool Water-works,' plaUs^ 
8vo, cloth 5 o 

Rennie^ Sir Jolin. 

The Autobiography of Sir John Rennie, Past^Presv- 
dent of the Institution of Civil Engineers, F.R.S., 
etc., etc., edited by his son, C. G. C, Rennie, loUh 
portrait^ 8vo, cloth 12 6 

"At once modest and manly; simple in phraseology, and s<nmd in its 
scientific conceptions, bright with, references to some . of the most femious 
spots in the world, to many of the most noted characters of English society 
within the present century, and to most of the chief engineering works of our 
time, the * Autobiography ' of Sir John Rennie is a work of singular interest. 
Written in idiomatic English of unusual purity, the narratiTe is light ahd 
graceful ; while the scientific descriptions of the numerous works constructed,' 
designed, or reported on by the author, attain the clearness of a good 
specification, without ceasing to be readable. The volume is a woric of 
unusual merit'* — AtkencBum. . . 

detaining Walls. 

Surcharged and Different Forms of Retaining Wallsj 

by J. S. Tate, cuts^ 8vo, sewed 2 o 

Sanitary Engineering. 

Sanitary Works Abroad; Report ot the Com- 
mission appointed to propose Measures for remedy- 
ing the Pollution of the Seine, with a Description of 
the Works in course of execution for the Sewage of 
Berhn, and the Application of Sewage to Irrigation 
at Marienfelder and Falkenburg, translated from 
the French by Robert Manning, M.I.CE., Chief 
Engineer to Her Majesty's Board of Public Works 
in Ireland, 8vo, sewed ^i <: 
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Sanitary Engineering. 

A Series of Lectures given before the School of 
Engineering, Chatham. Division I. Air. Division 
II. Water. Division III. The Dwelling. Division 
IV. The Town and Village. Division V. The 
Disposal of Sewage. Copiously illustrated. By J. 
Bailey Denton, C.E., F.G.S., Honorary Member of 
the Agricultural Societies of Norway, Sweden, and 
Hanover, and author of the * Farm Homesteads of 
England,' * Village Sanitary Economy,' * Storage of 
Water,' * Sewage Farming,' Intermittent Downward 
Filtration,' royal 8vo, cloth 25 o 

Scouring. 

Cleaning and Scouring : a Manual for Dyers, Laun- 
dresses, and for Domestie Use, by S. Christopher, 
i8mo, sewed o 6 

Screw-Propulsion. 

A practical Treatise on Modern Screw-Propulsion, 
by N. P. Burgh, Engineer, illustrated with 52 large 
plates and 103 woodcuts j 4to, half-morocco £2 2 o 

Contents : 

Chaps, i and 2. Introduction, by G. B. Rennie, M.I.C.E. — Chap. 3. 
The Geometry of Screw Propellers.— Chap. 4. The History of the Griffith 
Screw PropeUer, by R. Griffith,— Chap. 5. The Geometry of the Griffith 
Screw Propeller. — Chap. 6. The Geometry of the Paddle- Wheel, by Charles 
Barclay. — Chap. 7. A description of Modem Screw Propellers, constructed 
by the most eminent Marine Engineers in England and Scotland. — Chap. 8. 
On Twin Screw Propellers, by Messrs. W. and J. Dudgeon. — Chap. 9. On 
Twin Screw PropeUers. — Chap. 10. General Remarks on the Twin Screw 
System, by Capt. T. E. Symonds, R.N. — Chaps, i i and 12. A description 
of Modem Details in connection with Propellers. — Chap. 13. The Practical 
Results of Lignum Vitse bearings for Screw Propellers and Screw Shafting, by 
John Penn, M.E. and C.E. — Chap. 14. A description of the Feathering 
Screw Propeller, as fitted to certain ships by Messrs. Maudslay, Son, and 
Field. — Chap. 15. A description of several proposed arrangements for feather- 
ingthe Blades of Screw Propellers. — Chap. 16. A description of modem 
examples of Thrust Blocks as fitted to Screw Propellers* shafting. — Chaps. 17 
and 18. The Principles of Thrust Blocks for resisting the thrust of ScrewJPro- 
pellers, by Mr. W. Langdon. — Chap. 19. A description of a new principle 
of the Screw Propeller, by Arthur Rigg. — Chaps. 20 and 21. A comparative 
review of modem Screw Propellers. — Chap. 22. Rules for the proportion of 
Screw Propellers. An Appendix to Chap. 15 ; Feathering Screw Propeller, 
by Robert Gri&th, etc., etc. 
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Screw Cutting. 

Tables for Engineers and Mechanics, giving the 
values of the different trains of Wheels required to 
produce Screws of any pitch, calculated by Lord 
Lindsay, M.P., F.R.A.S., F.R.G.S., etc., etc., royal 
8vo, oblong 20 

Screw Cutting. 

Screw Cutting Tables, for the use of Mechanical 
Engineers, showing the proper arrangement of 
Wheels for cutting the Threads of Screws of any re- 
quired pitch, with a Table for making the Universal 
Gas-pipe Threads "and Taps, by W. A. Martin, 
Engineer, second edition, royal 8vo, oblong, cloth i o 

Ditto, ditto, sewed o 6 

Sewage. 

A Handbook of Sewage Utilization, by Ulick 
Ralph Burke, Esq., Banister-at-Law, second edition, 
crown 8vo, cloth 3 6 

This work treats : I. Of the evils of the present system of Sewage Treatment, 
the Pollution of Water, and the Waste of Manure. II. Remedies, Privy, and 
Ash-pit ; Eureka System ; Milan, Goul, and Moule's Systems. III. Treat- 
ment of Sewage by Chemical means ; Experiments with Lime ; Lime and 
Chloride of Iron ; Sulphate of Ammonia ; Holden's Process ; Sulphate of 
Alumina ; Persalts of Iron ; Blyth, Lenk, Phosphate, A.B.C., Scott, and Hille 
Processes ; Filtration. IV. Irrigation. With an Appendix, including the 
Law relating to Sewage Utilization. 

Slide Valve. Designing Valve-geaxing. 

A Treatise on a Practical Method of Designing 
Slide Valve Gearing by Simple Geometrical Con- 
struction, based upon the principles enunciated in 
Euclid's Elements, and comprising the various 
forms of Plain Slide Valve and Expansion Gearing ; 
together with Stephenson's, Gooch's, and Allan's 
Link-Motions, as applied either to reversing or to 
variable expansion combinations, by Edward J, 
Cowhng Welch, Memb. Inst. Mechanical Engineers, 
crown 8vo, cloth 6 o 

The system described in this work enables any draughtsman or foreman to 
" get out " in a /€W minutes, and with the greatest precision, all the details of 
a Slide Valve Grear, without recourse to models or other similar appliances. 
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Silver Mines. 

Vazeeri Rupi, the Silver Country of the Vazeers, in 
Kulu : its Beauties, Antiquities, and Silver Mines, 
including a Trip over the lower Himalayah Range 
and Glaciers, by J. Calvert, F.CS., Mem. Inst. C.E., 
illustrated with a map and coloured plates^ 8vo, cloth i6 o 

Spectrum Analysis. 

Photographed Spectra, One hundred and thirty-six 
Photographs of Metallic, Gaseous, and other 
Spectra, printed by the permanent autotype process, 
with Introduction, Description of Plates, and Index ; 
and with an extra plate of the Solar Spectrum 
(showing bright lines), compared with the Air 
Spectrum, by J. Rand Capron, F.R.A.S., 8vo, 
cloth ^i lo o 

Steam Boilers. 

Practical Treatise on Steam Boilers and Boiler 
Making, by N.P. Burgh, Mem. Inst Mec. Eng., 
illustrated by 1163 wood engravings and 50 large 
folding plates of working drawings^ royal 4to, half- 
morocco jQ^ 13 6 

Contents : 

Marine Boilers. Locomotive Boilers. Portable Land Boilers. Stationary 
Land Boilers. Cylindrical Boilers. Vertical Boilers. Tube Boilers. Circular 
Boilers. Water Tube Boilers. Fire Engine Boilers. Furnace Boilers. Gas 
Fuel Boilers. Oil Fuel Boilers. Mechanical Coal-JFeeding Furnaces. Me- 
chanical Oil-Feeding Furnaces. Self-Acting Non-Feed Alarm Apparatus. 
Safety Valves, with Loads and Self- Adjusting 3prings. Feed Pumps. Feed 
Injectors. Self- Acting Feed- Water Apparatus. Smoke-Consuming Apparatus. 
Construction. Proportions. Setting. Rules. Contracts. Repairs. Prices. 
Explosions. Nature of Metals used. Galvanic Actions. Incrustation and 
Cleansing. 

Steam Boilers. 

A Pocket-Book for Boiler Makers and Steam Users, 
comprising a variety of useful information for 
Employer and Workman, Government Inspectors, 
Board of Trade Surveyors, Engineers in chaige of 
Works and Slips, Foremen of Manufactories, and 
the general 'Steam-using Public, by Maurice John 
Sexton, royal 32mo,. roan, gilt edges 50 
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Steam Engine. 

Modem Marine Engineering applied to Paddle and 
Screw Propulsion; consisting of 36 //ix/lfj, 259 wood 
engravings^ and 403 pages of descriptive matter, the 
whole being an exposition of the present practice of 
the following firms : Messrs. J. Penn and Sons j 
Maudslay, Sons, and Field ; James Watt and Co. ; 
J. and G. Rennie ; R. Napier and Sons ; J. and 
W. Dudgeon ; Raveniiill and Hodgson ; Humphreys 
and Tennant ; Mr. J. F. Spencer ; Messrs. Forester 
and Co. By N. P. Burgh, Engineer, 4to, cloth £2 5 o 

Steam Engijae. 

Modem Compound Engines, being a Supplement 
to Modem Marine Engineering, by N. P. Burgh, 
Mem. Inst. Mech. Eng., numerous large plates of 
working drawings^ 4to, cloth 18 o 

The following Bnns have contributed Working Drawings of their best and 
most modem examples of Engines fitted in the Royal and Mercantile Navies : 
Messrs. Maudslay, ftennie, Watt» Dudgeon, Humphreys, Ravenhill, Jackson, 
Perkins, Napier, Elder, Laird, Day, AlHbon. 

Steam Engine. 

A Practical Treatise on the Steam Engine, contain- 
ing Plans and Arrangements of details for Fixed 
Steam Engines, with Essays on the Principles in- 
volved in Design and Construction, by Artiiur 
Ri g, Engineer, Member of the Society of Engineers 
and of the Royal Institution of Great Britain. 

Demy 4to, in 12 Monthly Parts, copiously illustrated 

with woodcuts andplateSy each Part 3 o 

Or complete in One Volume, half-bound morocco ;^2 2 o 

Steam Engine. 

The Relative Merits of Simple and Compound 
Engines as applied to Ships of War ; Prize Essay 
by Niel McDougall, Assoc. Inst. C.E., Mem. Inst 
N.A., of the Department of the Controller of the 
Navy, with an Appendix, containing particulars 
and analyses of recent experiments, second edition, 
8vo, cloth \ (a 
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Steam Engine. 

The Steam Engine considered as a Heat Engine : 
a Treatise on the Theory of the Steam Engine, 
illustrated by Diagrams, Tables, and Examples 
from practice. By James H. Cotterill, M.A., Pro- 
fessor of Applied Mechanics in the Royal Naval 
College. 12 6 

Steam Engine. 

A Pocket-Book of Practical Rules for the Propor- 
tiotis of Modem Engines and Boilers for Land and 
Marine purposes, by N. P. Burgh, sixth edition, 
revised, with Appendix, royal 32mo, roan 4 6 

Details of High-Pressure Engine, Beam Engine, Condensing, Marine Screw 
Engines, Oscillating Engines, Valves, etc., Lsuid and Marine Boilers, Propor- 
tions of Engines produced by the rules. Proportions of Boilers, etc. 

Strength of Beams. 

• New Formulas for the Loads and Deflections of 
Solid Beams and Girders, by William Donaldson, 
M.A., Assoc. Inst C.E., 8vo, cloth 4 6 

Strength of Cement. 

Experiments on the Strength of Cement, chiiefly in 
reference to the Portland Cement used in the 
Southern Main Drainage Works, by John Grant, 
Mem. Inst C.E., 8vo, cloth lo 6 

Strength of Timber. 

Tables of the Strength and Deflection of Timber, 

by William Lee, Surveyor, post 8vo, cloth i 6 

Sugar. 

A Treatise on the Manufacture of Sugar from the 
Sugar Cane, by Peter Soames, Assoc. King's CoU. 
London, Assoc, Inst C.E., Editor of the * Artizan,' 
woodcuts and plates^ Svo, cloth 12 6 

Sulphuric Acid. 

The Chemistry of Sulphuric Acid Manufacture, by 
Henry Arthur Smith, cuts^ crown. Svo, cloth 4 6 
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Contents : 

Ground Plan of Kilns for Burning Sulphur Ores — Section of Pyrites, Fur- 
nace— On the Presence of Arsenic — Methods for Removal of Arsenic — An 
Experimental Examination of the Circumstances which determine the Action 
of the Gases in the Lead-chamber — On the Distribution of Gases in the Lead- 
chamber — On the Temperature at which Nitric Acid acts^ upon Sulphurous 
Acid — On the Distribution of Heat in the Lead-chamber — An Inquiry into the 
best Form of Leaden Chamber, etc. 

Surveying. 

A Practical Treatise on the Science of Land and 
Engineering, Surveying, Levelling, Estimalting 
Quantities, etc., with a general description of the 
several Instruments required for Surveying, Level- 
ling, Plotting, etc., by H. S. Alerrett, 41 fine plates , 
with illustrations and tables, royal 8vo, cloth, 2nd 
edition 12 6 

Principal Contents: 

Part I. Introduction and the Principles of Geometry. Part 2. Land Sur- 
veying ; comprising general observations — the chain — offsets survejririg by the 
chain only — surveying hilly ground, to survey an estate or parish by the chain 
only, surveying with the theodolite — Mininig and town surveying— rliilroad sur- 
veying — Mapping — division and laying out of land — observations on enclosures 
— plane trigonometry. Part 3. Levelling — simple and compound levelling — 
the level-book — parliamentary plan and section — Levelling with a theodolite, 
gradients — wooden curves — to lay out a railway curve — setting out widths. 
Part 4. Calculating quantities generally, for estimates — Cuttings and Em- 
bankments — Tunnels — Brickwork — Ironwork — Timber naeasuriog. Part, 5. 
Description and use of instruments in surveying and plotting — the improved 
dumpy level — Troughton*s Level— the prismatic cdn^pass — proportional com- 
pass — box sextant — Vernier — pantagraph — Merrett's improved quadrant — ^im- 
proved computation scale — the diagonal scale — straight-edge and sector. 
Part 6. Logarithms of numbers-^logarithmic sines and co-sitieiS, tangent and 
co-tangents — natural sines and co-sines — Tables for earthwork — for setting out 
curves, and for various calculations, etc., etc., etc. 

Table of Logariflims. 

Short Logarithmetic and other Tables, intended to 
facilitate Practical Calculations, and for solving 
Arithmetical Problems in class, by Professor W. 
Cawthom Unwin, 8vo, cloth 2 o 

Table of liOgajrithms; 

Table of Logarithms of the Natural N\ittibers^, from 
I to 108,000, by Ghjcrleg^ Babba^, Esq., M.A., 
Stereotyped edition, royal 8vo, cloth \ 4 
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Tables of Squares and Cubes. 

Barlow's Tables of Squares, Cubes, Square Roots, 
Cube Roots, Reciprocals of all Integer Numbers up 
to 10,000, post 8vo, cloth 6 

Teeth of Wheels. 6 

Camus (M.); Treatise on the .Teeth of Wheels, 
demonstrating the best forms which can be given to 
them for the purposes of Machinery, such as Mill- 
work and Clock-work, and the art of finding their 
numbers, translated from the French, third edition, 
carefiiUy revised and enlarged, with details of the 
present practice of Millwrights, Engine Makers, 
and other Machinists, by Isaac Hawkins, illustrated 
by 1% plates y 8vo, cloth 5 

Telephone. 

Researches in Electric Telephony, being a Lecture 
delivered before the Society of Telegraph Engineers, 
by Professor Alexander , Graham Bell, profusely 
illustrated, Pubhshed under the sanction of the 
Society of Telegraph Engineers. 8vo, sewed i 

Timber Measurer and Valuer. 

The Timber Merchant and Builder's Vade Mecum, 
by George Bousfield, second edition, carefully revised 
and enlarged, iSmo, cloth 2 

Turbine. 

• 

A Practical Treatise on the Construction of Hori- 
zontal and Vertical Waterwheels, with 11 plates, 
specially designed for the use of operative mechanics, 
by William CuUen, Millwright and Engineer, second 
edition, revised and enlarged, small 4to, cloth 12 

Turning. 

The Practice ot Hand-turning in Wood, Ivory, 
Shell, etc., with Instructions for Turning such work 
in Metal as may be required in the Practice of 
Turning in Wood, Ivory, etc., also an Appendix on 
Ornamental Turning, by Francis Campin, second 
edition, with wood engravings, crown 8vo, cloth (a 
book for beginners) 6 
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Contents : 

On lathes, turning tools, turning wood, drilling, screw-cutting, miscella- 
neous apparatus and processes, turning particular forms, staining, polishing, 
spinning metals, materials, ornamental turning, etc. 

Ventilation. 

Health and Comfort in House Building, or Ventila- 
tion with Warm Air by Self-Acting Suction Power, 
with Review of the mode of Calculating the Draught 
in Hot-Air Flues, and with some actual Experiments, 
by J. Drysdale, M.D., and J. W. Hayward, M.D., 
second edition, with Supplement, demy 8vo, with 
plates^ cloth 7 6 

The Supplement separate o 6 

Watchwork. 

Treatise on Watchwork, Past and Present, by the 
Rev. H. L. Nelthropp, M.A., F.S.A., numerous 
illustrations^ crown 8vo, cloth 6 6 

Contents : 

Definition of words and terms used in watchwork. Tools. Time. Histo- 
rical summary. On calculations of the numbers for wheels and pinions, their 
proportional sizes, trains, etc. Of dial-wheels, or motion-work. Length of 
time of going without winding-up. The Verge. The Horizontal. The 
Duplex. The Lever. The Chronometer. Repeating Watches. Keyless 
Watches. The Pendulum, or Spiral Spring. Compensation. Jewelling of 
pivot-holes. Clerkenwell. Fallacies of the Trade. Incapacity of Workmen. 
How to choose and use a Watch, etc. 



Crown Svo, doth^ with Illustrations^ Price 5 j. 

Workshop Receipts, 

FOR THE USE OF 

BY ERNEST 8P0N. 
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One large Volume^ Royal Svo, cloth^ Price ys. 6d, 

ILLUSTRATED BOOK OF PRICES 

OF 

MACHINES, TOOLS, IRONWORK, AND CONTRACTORS' MATERIAL, 

AND 

ENGINEERS' DIRECTORY FOR 1877-8. 



JUST PUBLISHED, 
SvOy cloth^ los, 6d,y with numerous IllustraHons, 

ROCK BLASTING: 

A PRACTICAL TREATISE ON THE MEAM8 EMPLOYED IN BLA8TING 

ROCKS FOR INDUSTRIAL PURPOSES, 

By G. G. ANDRE, F.G.S., 

ASSOC. INST. C.K., MINING CIVIL ENGINEER, MEMBER OP THE SOCIETY OF 

ENGINEERS. 



^vOy cloth, 

TRANSACTIONS OF THE SOCIETY OF 
ENGINEERS FOR 1877. 



8z/^, cloth, los, 6d. 

PROCEEDINGS OF THE ASSOCIATION OF MUNICIPAL 

AND SANITARY ENGINEERS, 

Vol. 3, 1875-6. 

- I - I - — - - -■ " - .- fc. ■ 

. Crown Svo, cloth, 

LAYING AND REPAIRING OF ELECTRIC 

TELEGRAPH CABLES, 

By CAPT. V. HOSKICER, 
Royal Danish Engineers. 
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